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1. SCOPE:

1.1 Form: 

This specification covers a silica fiber insulation in the form of felted pads, flat or in rolls, as ordered.

1.2 Application: 

This insulation has been used typically as a component of heat-insulating blankets for turbine engine 
tail-pipes and tail cones for service up to 2000 °F (1093 °C), but usage is not limited to such 
applications.

1.3 Safety - Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein.  The 
applicable issue of referenced publications shall be the issue in effect on the date of the purchase 
order.

2.1 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM C 167  Thickness and Density of Blanket or Batt Thermal Insulations
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2.2 U.S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging 
Requirements

3. TECHNICAL REQUIREMENTS: 

3.1 Material and Fabrication: 

The product shall be composed of fired, high-silica-content fibers felted into a pad of substantially 
uniform thickness and density.

3.2 Properties: 

The product, as received, shall conform to requirements shown in Table 1, 3.2.6, and 3.2.7; tests 
shall be conducted on the product supplied and in accordance with specified test procedures, insofar 
as practicable.

3.2.6 Thermal Conductance: When specified, the product shall have thermal conductance acceptable to 
purchaser, determined by a procedure agreed upon by purchaser and vendor.

TABLE 1 - Properties

Paragraph Property Requirement Test Method

3.2.1 Thickness, minimum 0.100 inch
(2.54 mm)

ASTM C 167

3.2.2 Density 5.5 pounds per
cubic foot ± 1.0
(88 kg/m3 ± 16)

ASTM C 167

3.2.3 Shrinkage After Heating, maximum 2% 4.5.1
3.2.4 Breaking Strength 4.5.2
3.2.4.1 As Received No rupture
3.2.4.2 Following “Shrinkage after

Heating”
No rupture

3.2.5 Embrittlement No separation 4.5.3
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