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Adhesive, Electrically Conductive Silver-Filled Epoxy Resin 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

AMS3681F has been declared "STABILIZED" by SAE AMS Committee P Polymeric Materials and will no longer be 
subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of 
technical requirements. Newer technology may exist. 
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1. SCOPE 

1.1 Form  

This specification covers an electrically-conductive adhesive supplied as two components, a silver-filled, epoxy-base 
adhesive and a separate curing agent which may be paste or liquid. 

1.2 Application  

This adhesive has been used typically for providing an electrically-conductive bond between surfaces and as an 
electrically-conductive sealing compound, but usage is not limited to such applications. 

1.2.1 Caution is required in using this adhesive in applications where high humidity prevails or in the presence of 
moisture; under these conditions, the silver particles in this adhesive can produce corrosion cells in contact with 
other metals which are lower in the electromotive series. Silver migration or whisker growth may also occur 
between points of unequal electrical potential. 

1.3 Safety - Hazardous Materials  

While the materials, methods, applications, and processes described or referenced in this specification may involve the 
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the 
sole responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take 
necessary precautionary measures to ensure the health and safety of all personnel involved. 
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