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RATIONALE

AMS3692C has been reaffirmed to comply with the SAE five year review policy.

1. SCOPE:
1.1 Form:

This specification covers a two-component adhesive compound, an epoxy resin base and a
hardener, in the form of a paste.

1.2 Application:

This compound has been used typically for non-structural bonding of metals and thermosetting
plastics, to themselves and to each other, and as an adhesive for electrical components and
devices operating at not higher than 260 °C (500 °F), but usage is not limited to such
applications.

1.3 Safety-Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue
in effect on the date of the purchase order.

2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2825 Material Safety Data Sheets
AMS 5044 Steel Sheet and Strip, 0.15 Carbon, Maximum, Half Hard Temper
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2.2 ASTM Publications:
Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM D 471 Rubber Property - Effect of Liquids
ASTM D 1002 Strength Properties of Adhesives in Shear by Tension Loading (Metal-to-Metal)

2.3 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging
Requirements

3. TECHNICAL REQUIREMENTS:
3.1 Material:

Shall consist of two components; an epoxy resin base and a hardener. Fillers and modifiers may
be included in either component.

3.1.1 Curing: When mixed and cured at room temperature in accordance with manufacturer's
recommendations, resin system shall polymerize to a uniform adhesive. The adhesive shall
require less than 10 psi (70 kPa) pressure on the bond surface to achieve bond strength
conforming to specified requirements.

3.1.2 Shelf Life: Resin base and hardener, stored in unopened containers at not higher than 27 °C
(80 °F) for up to one year, shall meet the requirements of 3.2 after being mixed and cured as in
3.1.1.

3.1.3 Pot Life: Adhesive in 100-gram batches, mixed in accordance with manufacturer's
recommendations, shall have a useful pot life of not less than 40 minutes when maintained at
not higher than 24 °C (75 °F).

3.2 Properties:
The product, when cured to obtain maximum properties in accordance with manufacturer's
recommendations, shall conform to the requirements in Table 1, 3.2.3, 3.2.4, and 3.2.5; tests

shall be performed on the product supplied and in accordance with specified methods, insofar as
practicable. Reported values shall be the average of five or more specimens.
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TABLE 1 - Properties

Paragraph  Property Requirement Test Method
3.21 Tensile shear as cured 24 °C + 1

(75 °F £ 2), min 451
3.2.1.1 As cured 2000 psi (13.8 MPa)
3.2.1.2 After thermal cycling 2000 psi (13.8 MPa) 45.2
3.2.1.3 After thermal aging 1000 psi (6.90 MPa) 453
3.2.2 Tensile shear at temperature

extremes, min 451
3.22.1 At-55°C+1(-65°F +2) 1500 psi (10.3 MPa)
3.2.2.2 At 260°C + 3 (500 °F + 5) 1000 psi (6.90 MPa)

3.2.2.3 At 260 °C + 3 (500 °F + 5) after
thermal aging 1000 psi (6.90 MPa) 45.3

3.2.3 Fluid Resistance: The adhesive, subjected to ASTM D 471 Service Fluid No. 1, Oil No. 3, and
Reference Fuel B, shall not show a weight change greater than 2.0%, determined in
accordance with 4.5.4.

3.2.4 Volatile Content: Volatiles evolved during drying (if required) and curing, shall not exceed
R) 20 grams per liter when tested as in 4.5.5.

3.2.5 Corrosion: The product shall not have a corrosive effect on adherent surfaces when exposed to
conditions normally encountered in service, determined by a procedure acceptable to
purchaser. Discoloration of metals shall not be considered objectionable.

3.3 Quality:

The product, as received by purchaser, shall be uniform in quality and condition and free from
foreign materials and from imperfections detrimental to usage of the product.

4. QUALITY ASSURANCE PROVISIONS:

4.1 Responsibility for Inspection:

(R)
The manufacturer of the product shall supply all samples and shall be responsible for all required
tests. Purchaser reserves the right to sample and to perform any confirmatory testing deemed
necessary to ensure that the product conforms to the requirements of this specification.

4.2 Classification of Tests:

4.2.1 Acceptance Tests: Tests for tensile shear as cured 24 hours at 24 °C + 1 (75 °F £ 2) (3.2.1.1)
and quality (3.3) are acceptance tests and shall be performed on each lot.
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