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1. SCOPE:

1.1 Form: 

This specification covers a polychloroprene (CR) rubber, resin modified, solvent-type contact 
adhesive in the form of a liquid.

1.2 Application: 

This adhesive has been used typically for bonding leather or polyurethane foam liners in pilots' flight 
helmets, bonding of fabric, plastic laminate, and wood surfaces to themselves or to each other, but 
usage is not limited to such applications.

1.3 Safety-Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.  

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein. The latest 
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in 
effect on the date of the purchase order.
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2.1 SAE Publications: 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2825 Material Safety Data Sheets
AMS 3570 Foam, Flexible Polyurethane, Open Cell, Medium Flexibility
AMS 3607 Plastic Sheet, Cotton Fabric Reinforced Phenol-Formaldehyde

2.2 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 297 Rubber Products - Chemical Analysis
ASTM D 618 Conditioning Plastics and Electrical Insulating Materials for Testing
ASTM D 816 Testing Rubber Cements
ASTM D 1002 Strength Properties of Adhesives in Shear by Tension Loading (Metal-to-Metal)
ASTM D 1084 Viscosity of Adhesives
ASTM D 1183 Resistance of Adhesive to Cyclic Laboratory Aging Conditions
ASTM D 1337 Storage Life of Adhesives by Consistency and Bond Strength
ASTM D 1875 Density of Adhesives in Fluid Form

2.3 U. S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging 
Requirements

3. TECHNICAL REQUIREMENTS: 

3.1 Material: 

Shall consist of a polychloroprene (CR) rubber compound and a suitable resin dissolved in a solvent 
or solvent mixture.  The product shall be free of ketones, halogenated hydrocarbons, benzene, and 
other solvents which have a deleterious effect on foamed polyurethanes.

3.1.1 Shelf Life: The adhesive, stored in airtight containers, shall meet the requirements of 3.2 after 
storage at not higher than 27 °C (81 °F) for up to 12 months from date of manufacture except that 
viscosity changes of ±10% shall be acceptable.

3.2 Properties: 

Adhesive shall conform to the requirements shown in Table 1.
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