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AEROSPACE
MATERIAL SPECIFICATION

AMS3731™/10 REV. C 

Issued 1981-10 
Revised 1993-01 
Stabilized 2017-11 

Superseding AMS3731/10B 

POTTING COMPOUND, EPOXY 
Bisphenol A-Type 

Unfilled, Room Temperature Cure, Semiflexible 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

This document has been declared "STABILIZED" by SAE AMS Committee P Polymeric Materials and will no longer be 
subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of 
technical requirements. Newer technology may exist. 
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1. SCOPE:

1.1 Form:  This specification covers an unfilled, room-temperature-polymerizing
epoxy resin formulation with a polyamide hardener, supplied as a
two-component system.

1.2 Application:  Primarily for use as a casting or sealing material where high
thermal expansion can be tolerated and where flammability resistance is not
required.

2. APPLICABLE DOCUMENTS:  See AMS 3731.

3. TECHNICAL REQUIREMENTS:

3.1 Basic Specification:  The complete requirements for procuring the product
described herein shall consist of this document and the latest issue of the
basic specification, AMS 3731.

3.2 Material:  Shall be an epoxy-based polymer with a separate polyamide curing
agent.

3.3 Properties:  The compound shall conform to the following requirements:

3.3.1 Mixed Uncured Compound:  The compound, mixed in accordance with
manufacturer 's instruct ions, shal l  exhibit  the fol lowing propert ies:

3.3.1.1 Viscosity:  Shall be not greater than 10,000 centipoise (10.0 Pa•s) at
23°C (73°F), determined within 5 min. after mixing, using a Brookfield
Model LVF viscometer and No. 3 spindle at 6 revolutions per minute.
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