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Potting Compound, Epoxy 
Bisphenol A-Type 

Filled, Heat Cure, Low CTE 
Thermal Shock Resistant 
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1. SCOPE:

1.1 Form:  This specif icat ion covers a f i l led epoxy resin formulat ion, suppl ied
as a two-component system, requiring an oven cure for attainment of maximum
proper t ies .

1.2 Applicat ion:  Primari ly for use as a pott ing or seal ing material where a low
coeff icient of thermal expansion is desired.

1.3 Classif icat ion:  Compound is classif ied as fol lows:

Type I - Gray.  Resin base supplied white with curing agent black for
v isua l  moni tor ing o f  un i formi ty  o f  mix ing.

Type II - Color  opt iona l ,  e i ther  natura l  or  co lored,  as  ordered.

1.3.1 Type I shall  be supplied unless Type II is ordered.

2. APPLICABLE DOCUMENTS:  See AMS 3731.

3. TECHNICAL REQUIREMENTS:

3 .1 Basic Specification:  The complete requirements for procuring the product
described herein shal l  consist of this document and the latest issue of the
basic specification, AMS 3731.

3.2 Material:  Shall be an epoxy-based polymer with a filler and a curing agent:

3.3 Properties:  Compound shall conform to the following requirements:

3.3.1 Resin Base Compound Without Curing Agent:
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