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AEROSPACE
MATERIAL SPECIFICATION

AMS3793™/3 REV. D 

Issued 1986-04 
Stabilized 2013-09 
Revised 2017-08 
Stabilized 2018-07 

Superseding AMS3793/3C 

Tape and Webbing, Textile. Para-Aramid Intermediate Modulus ¾ Inch (19 mm), 
0.11 to 0.60 Ounces per Yard (3.4 to 18.6 g/m) 

RATIONALE 

The purpose of this revision is to correct a typo in Table 1: Class 1, 2, and 3 should be Class 1, 4, and 5 to match Table 2 
and MIL-T-87130 Type IV. 

STABILIZED NOTICE 

AMS3793/3D has been declared "STABILIZED" by SAE AMS Committee P Polymetric Materials and will no longer 
be subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability 
of technical requirements. Newer technology may exist. 

Full document details: SAE AMS3793_3D

http://www.sae.org/technical/standards/PRODCODE
http://avadocuments2026.com/doc/sae-ams3793-3d
http://avadocuments2026.com/doc/sae-ams3793-3d


1.  SCOPE

1.1   Form 

  This specification covers three classes of para-aramid tape and webbing of a single width and with varying weights. 

1.2  Application 

See AMS 3793. 

1.3 Classification 

  Width of 3/4 inch ± 1/16 (19 mm ± 1.6) and weight classes as shown in Table 1. 

Table 1 - Weight of products 

Class 
Weight Maximum 

oz/yd (g/m) 
1 
4 
5 

0.11   (3.4) 
0.50 (15.5) 
0.60 (18.6) 
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