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AEROSPACE 

MATERIAL SPECIFICATION 

 

AMS3801™/2 REV. C 

Issued 1984-04 
Reaffirmed 2001-01 
Revised 2011-06 
Stabilized 2016-10 
 
Superseding AMS3801/2B 

Cloth, Parachute, Meta-Aramid, Low Modulus 
6.5 (220) Weight, Special Weave 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

 This document has been declared "Stabilized" by the SAE AMS P Polymeric Materials Committee and will no longer be 
subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of 
technical requirements. Newer technology may exist. 

Full document details: SAE AMS3801_2C

http://www.sae.org/technical/standards/AMS3801/2B
http://avadocuments2026.com/doc/sae-ams3801-2c
http://avadocuments2026.com/doc/sae-ams3801-2c


1. SCOPE 

1.1 Form 

This specification covers one weight and one weave of low-modulus meta-aramid cloth. 

1.2 Application 

Primarily for use in construction of parachutes. 

1.3 Classification 

6.5 ounces per square yard (220 g/m2) low-modulus meta-aramid cloth with special weave. 

2. APPLICABLE DOCUMENTS 

See AMS3801. 

3. TECHNICAL REQUIREMENTS 

3.1 Basic Specification 

The complete requirements for procuring the cloth described herein shall consist of this document and the latest issue of 
the basic specification, AMS3801. 
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