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1. SCOPE:
1.1 Form:

This specification covers an aromatic nylon fabric in the form of cloth.
1.2 Application:

This product has been used typically for the manufacture of seat cushion covers, armor vest covers,
and accessories, but usage is not limited to such applications.

1.3 Safety - Hazardous Materials:
While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. It is the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.
2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.
2.1 ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 1424 Tear Resistance of Woven Fabrics by Falling-Pendulum (Elmendorf) Apparatus
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2.2 U.8. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

PPP-P-1133 Packaging and Packing of Synthetic Fiber Fabrics

FED-STD-4 Glossary of Fabric Imperfections

FED-STD-191 Textile Test Methods

DPSC Handbook 4120.1List of Armed Services Colors for Clothing, Textiles, and Equipment
2.3 Other Publications:

Available from Federal Trade Commission, Washington, DC 20580.

Textile Fiber Products Identification Act, Rules and Regulations
3. TECHNICAL REQUIREMENTS:
3.1 Material:

The cloth shall be woven from 1.5 to 2.0 denier yarn by 1.5to 2.0 inch (38 to 51 mm) fiber length
non-melting, aromatic polyamide fibers.

3.1.1 Yarn: Shall be a two-ply polyamide yarn, smooth and free from spinning imperfections.
3.1.2 Weave: Shall be plain, 1 up and 1 down.
3.1.3 Finish: Shall be scoured, heat set, and given an antistatic finish.

3.1.4 Color: Shall match DPSC Handbook 4120.1 Color Code Sage Green 1565 and shall be produced
through the use of solution dyed fibers.

3.2 Properties:
The finished cloth shall conform to the requirements shown in Table 1; tests shall be performed on

the cloth supplied and in accordance with test methods in FED-STD-191, except as otherwise
specified herein.
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