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1. SCOPE:

1.1 Form:

This specification covers three types of masking in the form of
pressure-sensitive adhesive tape.

1.2 Application:

This tape has been used typically for temporary indoor protection of aircraft
surface from finishinng materials where adhesive transfer to the finished
surface is undersirable, but usage is not Timited to such applications. Also
for use on chemical conversion coatings or on anodized aluminum alloy

surface which have been finished with epoxy primer and urethane top coatings
and for use on all clean metal surfaces.

1.3 Classification:

The tapes covered by this specifiation are classified as follows:
Class 1: Creped paper, intended primarly for application to curved
surfaces.

Class 2: Flat back paper, intended primarly for application on flat
surfaces.

Class 3: Fine-Tine masking tape, intended primarly for applications when a
clean color separation line is desired.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specition to the extent
specified herein. The applicable issue of referenced publications shall be the
issue in effect on the date of the purchase order.
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2,1 ASTM Publications:
Available from ASTM, 1916 Race Street, Philadelphia, PA 19183-1187.
ASTM D 3338 Peel Adhesion of Pressure-Sensitive Tape at 18@-deg Angle

ASTM D 333@0M Peel Adhesion of Pressure-Sensitive Tape at 180-deg Angle
(Metric)

ASTM D 3611 Accelerated Aging of Pressure-Sensitive Tapes

ASTM D 3652  Thickness of Pressure-Sensitive and Gummed Tapes

ASTM D 3652M Thickness of Pressure-Sensitive and Gummed Tapes (Metric)
ASTM D 3715  Quality Assurance of Pressure-Sensitive Tapes

ASTM D 3759  Tensile Strength and Elongation of Pressure-Sensitive Tapes
ASTM D 3759M Tensile Strength and Elongation of Pressure-Sensitive Tapes

(Metric)
ASTM D 3951 Commercial Packaging

2.2 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 788 Robbins
Avenue, Philadelphia, PA 19111-5894.

PPP-T-688 Tape, Pressure Sensitive Adhesive, Packaging and Packing of

MIL-C-83286 Coating, Urethane, Aliphatic Isocyanate, For Aerospace
Applications

3. TECHNICAL REQUIREMENTS:
3.1 Material:

Tape shall consist of a backing coated on one side with a pressure-sensitive
adhesive meeting the requirements of 3.2,

3.1.1 Paper, Class 1and Class 2: Shall be uniform in texture and shall perform
satisfactorily as a masking medium when used with aircraft-type paint,
varnish, or other finishing materials. The paper shall have sufficient
strength to permit the tape to bhe unwound from the roll and to be removed,
without breakage or delamination, from the masked surface after application
of finishing materials. The paper shall prevent finishing materials from
penetrating the paper sufficiently to have a deleterious effect on the
adhesive.

3.1.2 Plastic Class 3: The side not coated with adhesive shall have a matte
finish, Itshall be impervious to finishing materials. The backing shall
have sufficient strength to allow the tape to be unwound from the roll and
to be removed, without breakage or delamination, from the masked surface
after application of finishing materials. The finishing materials shall
not penetrate the backing.
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