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1. SCOPE:

1.1 Form: This specification covers a fabric in the form of a double-faced, pressure-sensitive,
adhesive tape.

1.2 Application: Primarily for the installation and hold-clown of carpet to aircraft floor panels.

2. APPLICABLE DOCUMENTS: The following publications form a past of this specification to the ex-
tent specified herein.  The latest issue of Acrospace Material Specifications (AMS) and Aerospace

Recommended Practices (ARP) shall apply.  The applicable issue of other documents shall be as
specified in AMS 2350.

2.1 SAE Publications: Available from Society of Automotive Engineers, Inc., 400 Commonwealth
Drive, Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2330 - Standards and Test Methods
AMS 4049 - Aluminum Alloy Sheet and Plate, Alclad, 5.6Zn - 2.5Mg - 1.6Cu - 0.26Cr
(Alclad 7073; -T6 Sheet, -T651 Plate)

2.1.2 Aecrospace Recommended Practices:

ARP 1512 - Corrosion of Aluminum Alloys by Aircraft Maintenance Chemicals,
Sandwich Test

2.2  ASTM Publications: Available from American Society for Testing and Materials, 1916 Race
Street, Philadelphia, PA 19103.

ASTM D1000 - Testing Pressure-Sensitive Adhesive Coated Tapes Used for
Electrical Insulation

ASTM F501 - Aerospace Materials Response to Flame with Vertical Test
Specimens (for Aecrospace Vehicles Standard Conditions)

23 U._S. Government Publications: Available from Commanding Officer, Naval Publications and
Forms Center, 5801 Tabor Avenue, Philadelphia, PA 19120 except as specified in 2.3.3.

2.3.1 Federal Specifications:

PPP-T-680 - Tape, Pressure Sensitive Adhesive, Packaging and Packing of

2.3.2 Federal Standards:

Federal Test Method Standard No. 147 - Tape, Packaging, Adhesive, and Gummed, Methods
of Inspection, Sampling, and Testing
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