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1. SCOPE:

1.1 Form: 

This specification covers a resin-coated, high-tenacity, continuous-filament nylon in the form of flat 
braid.

1.2 Application: 

This braid has been used typically for tying and lacing electrical wire hardness assemblies for 
service in the temperature range -55 to +75 °C (-67 to +167 °F) where fungus resistance is required, 
but usage is not limited to such applications.

1.3 Safety-Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.  

1.4 Classification: 

This specification covers three classes, by size, as follows:

a. Size 25 -- 25 pounds force (111 N) minimum breaking strength
b. Size 50 -- 50 pounds force (222 N) minimum breaking strength
c. Size 80 -- 80 pounds force (356 N) minimum breaking strength
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2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein. The applicable 
issue of referenced publications shall be the issue in effect on the date of the purchase order.

2.1 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 259 Woven Tapes

2.2 U.S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

FED-STD-191 Textile Test Methods
MIL-STD-2073-1 DOD Materiel, Procedures for Development and Application of Packaging 

Requirements

3. TECHNICAL REQUIREMENTS: 

3.1 Material and Fabrication: 

3.1.1 Yarn: Braid shall be made from high-tenacity, continuous-filament nylon yarn.

3.1.2 Impregnation: Finished braid shall contain 15 to 30% by weight of a non-toxic, fungistatic resin 
dispersion.  Fungicide containing mercury or copper, or compounds of mercury or copper, shall not 
be used.

3.1.3 Construction: Shall be as specified in Table 1, determined in accordance with ASTM D 259.

TABLE 1A - Construction, Inch/Pound Units

Characteristic
Size
25

Size
50

Size
80

Nominal Width, inch 0.062 0.090 0.125
Nominal Thickness, inch 0.012 0.012 0.012
Yards per pound, minimum 1650 850 550
Total Ends, minimum     12   17   27
Picks per inch, minimum     20   18   18
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