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AEROSPACE 

MATERIAL SPECIFICATION 

 

AMS3897™/1 REV. A 

Issued 1988-10 
Reaffirmed 2005-06 
Stabilized 2016-10 
 
Superseding AMS3897/1 

Carbon Fiber Cloth 
8HS Style Fabric 

Epoxy Resin Impregnated 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

 This document has been declared "Stabilized" by the SAE AMS P17 Composite Materials Committee and will no longer be 
subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of 
technical requirements. Newer technology may exist. 
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1.  SCOPE:

1.1 Form: This specification covers one type of epoxy-resin-impregnated carbon
fibers in the form of eight harness satin fabric woven from continuous fiber
tow.

1.2 Application: Primarily for use in structural composites requiring strength
up to 120°C (248°F).

2.

2.1 Aerospace Recommended Practices:

ARP1610 - Physical-Chemical Characterization Techniques, Epoxy Adhesive
and Pregreg Resin Systems

3.  TECHNICAL REOUIREMENTS:

3.1 Basic Specification: The complete requirements for procuring the product
described herein shall consist of this document and the latest issue of the

basic specification, AMS 3897.

3.2 Material: The product shall be cloth, woven from continuous carbon fiber
tows and impregnated with uncured epoxy resin formulated to meet the
requirements specified herein.

3.2.1 Fiber: Shall be 3000 end AMS 3892 carbon fiber twisted strand for both
warp and fill.

 APPLICABLE DOCUMENTS: Shall be in accordance with AMS 3897 and the following:
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