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AEROSPACE 

MATERIAL SPECIFICATION 

 

AMS3899™/1 REV. C 

Issued 1980-04 
Revised 1993-10 
Stabilized 2016-10 
 
Superseding AMS3899/1B 

Carbon Fiber Tape and Sheet 
Polysulfone Resin Impregnated 

C PS 172 (1170) Tensile, 16 (110) Modulus, 120 (248) 

RATIONALE 

This document has been determined to contain basic and stable technology which is not dynamic in nature. 

STABILIZED NOTICE 

 This document has been declared "Stabilized" by the SAE AMS P17 Composite Materials Committee and will no longer be 
subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of 
technical requirements. Newer technology may exist. 

Full document details: SAE AMS3899_1C

http://www.avadocuments.com/doc/sae-ams3899-1c
http://www.avadocuments.com/doc/sae-ams3899-1c


1. SCOPE:

1.1 Form:

This specification covers one type of thermoplastic, polysulfone
resin-impregnated carbon fibers in the form of tape or sheet.

1.2 Application:

These products have been used typically in structural composites requiring
high strength up to 120 °C (248 °F), but usage is not limited to such
applications.

1.3 Classification:

C PS 170 ksi (1170 MPa) tensile strength, 16 Msi (110 GPa) tensile modulus
carbon fiber impregnated with polysulfone resin for service up to 120 °C
(248 °F).

2. APPLICABLE DOCUMENTS:

See AMS 3899.

3. TECHNICAL REQUIREMENTS:

3.1 Basic Specification:

The complete requirements for producing the product described herein shall
consist of this document and the latest issue of the basic specification,
AMS 3899.

3.2 Material:

The product shall be AMS 3892/1 high-tensile-strength carbon fibers
impregnated with heat-reactive, thermoplastic, polysulfone resin formulated
to meet the requirements specified herein.
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