U

e

(

The Engi ing Soci
QAE sy anospacE  [s

Land Sea Air and Space,
INTERNATIONAL MATERIAL — prvpp—

400 Commonwealth Drive, Warrenflale, PA 15096-0001 S P E CI F' C ATI 0 N Revised APR 1989

Cancelled MAR 1999

AMS 3904/4B

Submitted for recognition as an Amencan National Standard Superseding AMS 3904/4A

Yarn, Organic Fiber (Para-Aramid)
Intermediate Modulus
1000 Denier, 1.5% Finish
For Weaving

CANCELLATION NOTICE

This specification has been “CANCELLED” by the Aerospace Materials Division, SAE, as of March 1999,

By this action, this document will remain listed in the Numerical Section of the Index of Aerospace Material
Specifications.

SAE Technical Standards Board Rules provide that “This reportis published by SAE to advance the state of technical and engineenng sciences The use of this report is entirely
voluntary, and its applicabihty and sunabiity for any particular use, including any patent infnngement ansing therefrom, is the sole responsibility of the user *

SAE reviews each technical report at least every five years at which ime it may be reaffirmed, revised, or cancelled SAE invit s your wnitten comments and suggestions

Copynght 1999 Society of Automotive Engineers, Inc
All nghts reserved

PnntedinUS A
QUESTIONS REGARDING THIS DOCUMENT: (724) 772-7154 FAX: (724) 776-0243 p
TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0730 “S=  Rofolicer 3y GLOB, ocume nts
E/ CINCURINC DOCUMEN1S

“with The Pernussion Of cument Sharin g Hub

== Undcr Royvlty Agrecment
Distributed under license from the IHS Archive =

Full document details: SAE AMS3904_4B


file:///ineerir
http://avadocuments2026.com/doc/sae-ams3904-4b
http://avadocuments2026.com/doc/sae-ams3904-4b

AMS 3904/4B SAE AMS 3904/4B

1. SCOPE:
1.1 Form:

This specification covers one type of organic fiber in the form of yarn. The product shall be formed
as a multiplicity of filaments drawn together and gathered into an approximately paraliel
arrangement.

1.2 Classification:
Organic fiber 1000 denier yam with 390,000 psi (2689 MPa) tensile strength and 8,500,000 psi
(59 GPa) tensile modulus for use in weaving requiring high tensile strength and moderate modulus of
elasticity in tension.
2. APPLICABLE DOCUMENTS:
See AMS 3904.
3. TECHNICAL REQUIREMENTS:

3.1 Basic Specification:

The complete requirements for procuring organic yarn described herein shall consist of this
document and the latest issue of the basic specification, AMS 3904.

3.2 Properties:

Shall be as follows; no individual value shall be less than 90% of the lot minimum values specified in

3.2.1and 3.2.2:
3.2.1 Tensile Strength, minimum 390,000 psi (2689 MPa)
3.2.2 Modulus of Elasticity, minimum 8,500,000 psi (59 GPa)
3.2.3 Denier 1000 + 60
I3.2.4 Fiber Finish, by weight 1.5%, +1.0,-1.25
3.2.5 Fiber Density 0.052 pound/cubic inch + 0.001
(1.44 g/cm® + 0.03)
3.3 Splicing:
| There shall be no more than one splice or surfaced knot for each 5 pounds (2.3 kg) of yarn.
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