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AEROSPACE 

MATERIAL SPECIFICATION 
 

AMS4009™ REV. C 

Issued 1974-03 
Revised 1991-10 
Noncurrent 2005-02 
Reaf. Nonc. 2012-03 
Stabilized 2017-05 
 
Superseding AMS4009B 

Aluminum Alloy Foil  
1.0Mg - 0.6Si - 0.30Cu - 0.20Cr (6061-0)  

Annealed  
 A96061 

RATIONALE 

AMS4009C results from a limited scope ballot to stabilize this document. 

STABILIZED NOTICE 

AMS4009C has been declared "STABILIZED" by the SAE AMS D Nonferrous Alloys Committee. This document will no 
longer be updated and may no longer represent standard industry practice. This document was stabilized because it 
contains mature technology that is not expected to change and thus no further revisions are anticipated.  Previously this 
document was reaffirmed as non-current. The last technical update of this document occurred in October, 1991.  Users of 
this document should refer to the cognizant engineering organization for disposition of any issues with reports/certifications 
to this specification; including exceptions listed on the certification.   

NOTE: In many cases, the purchaser may represent a sub tier supplier and not the cognizant engineering organization. 
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1. SCOPE:

1.1 Form: 

This specification covers an aluminum alloy in the form of foil.

1.2 Application: 

This product has been used typically for fabrication of diffusion-bonded, fiber-reinforced-composite 
tape, sheet, plate, and other structural forms, but usage is not limited to such applications.

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein.  The latest 
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in 
effect on the date of the purchase order.

2.1 SAE Publications: 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA  15096-0001.

AMS 2355 Quality Assurance Sampling and Testing of Aluminum Alloys and Magnesium Alloys, 
Wrought Products (Except Forging Stock) and Flash Welded Rings

MAM 2355 Quality Assurance Sampling and Testing of Aluminum Alloys and Magnesium Alloys, 
Wrought Products (Except Forging Stock) and Flash Welded Rings, Metric (SI) Units

2.2 ASTM Publications: 

Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM B 660 Packaging/Packing of Aluminum and Magnesium Products
ASTM E 525 Thickness of Thin Foil and Film by Weighing

ASTM E 345Tension Testing of Metallic Foil

3. TECHNICAL REQUIREMENTS: 

3.1 Composition: 

Shall conform to the percentages by weight shown in Table 1, determined in accordance with 
AMS 2355 or MAM 2355.
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