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1. SCOPE:

1.1 Fonn.- This specification covers an aluminum alloy in the form of «heet,

1.2 plication: Primarily for parts requiring little forming and where good welding characteristics 
and good resistance to exfoliation-corrosion are important. Excessive cold work or prolonged 
coirZom temperatUre ™*e 150° ’ 300°F <65’ - 150°C) may cause susceptibility to stress-

2' APPLICABLE DOCUMENTS: The following publications form a part of this specification to the
Tte anXibie i i fihG iate8t iSSUe °f AerOspace Material Specifications (AMS) shall apply.

. The applicable issue of other documents shall be as specified in AMS 2350.

2.1 j^E Pubfications: Available from Society of Automotive Engineers. Inc.. 400 Commonwealth 
Drive, Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications;

AMS 2202 - Tolerances, Aluminum-Base and Magnesium-Base Alloy Sheet and Plate
AMS 2350 - Standards and Test Methods
AMS 2355 - Quality Assurance Sampling and Testing of Aluminum-Base and Magnesium-Base 

Alloys, Wrought Products (Except Forgings and Forging Stock) and Flash 
Welded Rings

■ ' >
2,2 Pub*icattons: Available from Commanding Officer, Naval Publications and Forms

Center, 5801 Tabor Avenue, Philadelphia, PA 19120.

2.2.1 Military Standards.-

MIL-STD-649 - Aluminum and Magnesium Products, Preparation for Shipment and Storage 

3. TECHNICAL REQUIREMENTS:
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