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1. SCOPE:

1.1 Form: This specification covers an aluminum-base alloy in the form of die forgings, hand forgings,
and forging stock.

1.2 Application: Primarily for structural applications requiring material with high strength in medium
to heavy sections. Certain design and processing procedures may cause this material to be suscep-
tible to stress corrosion cracking; ARP 823 recommends practices to minimize such conditions.

2. APPLICABLE DOCUMENTS: The following publications form a part of this specification to the extent
specified herein. The latest issue of Aerospace Material Specifications (AMS) and Aerospace Recom-
mended Practices (ARP) shall apply. The applicable issue of other documents shall be as specified in
AMS 2350.

2.1 SAE Publications: Available from Society of Automotive Engineers, Inc., Two Pennsylvania Plaza,
New York, New York 10001.

2.1.1 Aerospace Material Specifications:

AMS 2201 - Tolerances, Aluminum and Aluminum Alloy Bar, Rod, Wire, and
Forging Stock, Rolled or Drawn

AMS 2350 ~ Standards and Test Methods

AMS 2375 -~ Approval and Control of Critical Forgings

AMS 2645 - Fluorescent Penetrant Inspection

AMS 2808 - Identification, Forgings

2.1.2 Aerospace Recommended Practices:

ARP 823 - Minimizing Stress Corrosion in Wrought, Heat Treatable
Aluminum Alloy Products

2.2 ASTM Publications: Available from American Society for Testing and Materials, 1916 Race Street,
Philadelphia, Pennsylvania 19103.

ASTM E8 -~ Tension Testing of Metallic Materials
ASTM E10 - Brinell Hardness of Metallic Materials
ASTM E34 - Chemical Analysis of Aluminum and Aluminum Base Alloys

2.3 Government Publications: Available from Commanding Officer, Naval Publications and Forms
Center, 5801 Tabor Avenue, Philadelphia, Pennsylvania 19120.

2.3.1 Federal Standards:

Federal Test Method Standard No. 151 - Metals; Test Methods

2.3.2 Military Specifications:

MIL-1-8950 - Inspection, Ultrasonic, Wrought Metals
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