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Solution Heat Treated, Cold Worked, and Precipitation Heat Treated
(Composition similar to UNS A92090)

RATIONALE

AMS4251D has been declared “STABILIZED” by AMS Committee D Nonferrous Alloys. This document will no longer be
updated and may no longer represent standard industry practice. This document contains mature technology that is not
expected to change and thus no further revisions are anticipated. The committee can find no users or producers for this

material.

NOTE: Previously this document was revised. The last technical update of this document occurred in September 2022.
Users of this document should refer to the cognizant engineering organization for disposition of any issues with
reports/certifications to the specification; including exceptions listed on the certification. In many cases, the

purchaser may represent a sub tier supplier and not the cognizant engineering organization.

STABILIZED NOTICE

AMS4251D has been declared “STABILIZED” by SAE AMS Committee D Nonferrous Alloys and will no longer be subjected
to periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical

requirements. Newer technology may exist.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and

suggestions.
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1. SCOPE
1.1 Form

This specification covers an aluminum alloy in the form of sheet 0.040 to 0.249 inch (1.02 to 6.32 mm) in nominal thickness
(see 8.7).

1.2 Application

Primarily for applications requiring the strength similar to 70750T6 sheet (refer to AMS4045) and 7.8% lower nominal
density.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is
specified. When the referenced document has been cancelled and no superseding document has been specified, the last
published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2355 Quality Assurance, Sampling and Testing Aluminum Alloys and Magnesium Alloy Wrought
Products (Except Forging Stock), and Rolled, Forged, or Flash Welded Rings

AMS2772 Heat Treatment of Aluminum Alloy Raw Materials

AS7766 Terms Used in Aerospace Metals Specifications
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