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1. SCOPE:
1.1 Form:

This specification covers an aluminum alloy in the form of extruded bars and rods.
1.2 Application:

These extrusions have been used typically for parts requiring moderate strength and where
distortion during machining must be minimized, but usage is not limited to such applications.

1.2.1 These extrusions have been used for applications which do not require the technical requirements
and quality assurance provisions of AMS 2772 heat treatment.

2. APPLICABLE DOCUMENTS:

The issue of the following documents in effect on the date of the purchase order forms a part of this
specification to the extent specified herein. The supplier may work to a subsequent revision of a
document unless a specific document issue is specified. When the referenced document has been
canceled and no superseding document has been specified, the last published issue of that document
shall apply.

2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 2355 Quality Assurance Sampling and Testing, Aluminum Alloys and Magnesium Alloys,
Wrought Products, Except Forging Stock, and Rolled, Forged, or Flash Welded Rings

MAM 2355  Quality Assurance Sampling and Testing, Aluminum Alloys and Magnesium Alloys,
Wrought Products, Except Forging Stock, and Rolled, Forged, or Flash Welded
Rings, Metric (SI) Units
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