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1. SCOPE:
1.1 Form:

This specification covers an aluminum alloy in the form of extruded bars, rods, wire, profiles, and
tubing.

1.2 Application:

These extrusions have been used typically for structural parts requiring a combination of high
strength, moderate fatigue strength, and moderate exfoliation corrosion resistance (See 8.2), but
usage is not limited to such applications.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.

2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
AMS 2355 Quality Assurance Sampling and Testing, Aluminum Alloys and Magnesium Alloys,
Wrought Products, Except Forging Stock, and Rolled, Forged, or Flash Welded Rings
MAM 2355 Quality Assurance Sampling and Testing, Aluminum Alloys and Magnesium Alloys,
Wrought Products, Except Forging Stock, and Rolled, Forged, or Flash Welded Rings,
Metric (SI) Units
AMS 2772 Heat Treatment of Aluminum Alloy Raw Materials
2.2 ASTM Publications:

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM B 594 Ultrasonic Inspection of Aluminum-Alloy Wrought Products for Aerospace
Applications
ASTM B 645 Plane Strain Fracture Toughness Testing of Aluminum Alloys

ASTM B 666/B 666M |dentification Marking of Aluminum and Magnesium Products
2.3 ANSI Publications:
Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI H35.2 Dimensional Tolerances for Aluminum Mill Products
ANSI H 35.2M Dimensional Tolerances for Aluminum Mill Products (Metric)
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3. TECHNICAL REQUIREMENTS:
3.1 Composition:

Shall conform to the percentages by weight shown in Table 1, determined in accordance with
AMS 2355 or MAM 2355.

TABLE 1 - Composition

Element min max
Zinc 5.9 6.9
Magnesium 20 2.7
Copper 1.9 2.5
Zirconium 0.08 0.15
Iron - 0.15
Silicon - 0.12
Manganese -- 0.10
Titanium - 0.06
Chromium - 0.04
Other Impurities, each -- 0.05
Other Impuirities, total -- 0.15
Aluminum remainder

3.2 Condition:

Extruded, solution heat treated, stress relieved by stretching to produce a permanent set of 1.5%,
but not less than 1% nor more than 3%, and precipitation heat treated to the T61511 temper (See
8.3). Heat treating furnace surveys and calibrations of temperature controllers and recorders shall
be in accordance with AMS 2772 except that solution heat treating time and tempeature shall be as
shown for alloy 7050.

3.2.1 Extrusions may receive straightening, after stretching, of an amount necessary to meet the
requirements of 3.5.

3.2.2 Extrusions shall be supplied with an as-extruded surface finish; light polishing to remove minor

surface imperfections is permissible provided such imperfections can be removed within specified
dimensional tolerances.
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