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MATERIAL SPECIFICATION 
 

AMS4409™ REV. B 

Issued 2007-10 
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Superseding AMS4409A 

Aluminum Alloy, Plate, 
4.0Zn - 2.0Mg - 0.32Mn (7019-T651), 

Solution Heat Treated, Stress Relieved, and Artificially Aged 
(Composition similar to UNS A97019) 

RATIONALE 

AMS4409B results from a Five-Year Review and update of this specification that includes changes to remove the allowance 
for lot release testing using SI units added in AMS4409A because the values conflict with existing metric product definitions 
in the industry (see Table 2B and 8.3); the standard SAE policy regarding SI units is stated in 8.3. This revision also relocates 
Definitions (see 2.4) and updates Applicable Documents (see Section 2), Composition (see Table 1), and standard wording 
related to exceptions (see 4.4.1).  

1. SCOPE 

1.1 Form 

This specification covers an aluminum alloy in the form of plate 0.500 to 4.500 inches (12.7 to 114.3 mm), inclusive, in 
nominal thickness (see 8.5). 

1.2 Application 

This product has been used as a moderate strength engineered plate used also for selected structural applications, but 
usage is not limited to such applications. Armor plate applications are possible, but specific sampling and testing procedures 
regarding material properties required for this application should be mutually agreed by the producer and user. 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is 
specified. When the referenced document has been cancelled and no superseding document has been specified, the last 
published issue of that document shall apply. 
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2.1 SAE Publications 

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 1-877-606-7323 (U.S. and 
Canada only) or 1-724-776-4970 (outside U.S. and Canada), www.sae.org. 

AMS2355 Quality Assurance, Sampling and Testing, Aluminum Alloys and Magnesium Alloy, Wrought Products 
(Except Forging Stock), and Rolled, Forged, or Flash Welded Rings 

AMS2772 Heat Treatment of Aluminum Alloy Raw Materials 

AS7766 Terms Used in Aerospace Metals Specifications 

2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org. 

ASTM B660 Packaging/Packing of Aluminum and Magnesium Products 

ASTM B666/B666M Identification of Aluminum and Magnesium Alloy Products 

2.3 ANSI Publications 

Copies of these documents are available online at https://webstore.ansi.org. 

ANSI H35.1/H35.1M Standard Alloy and Temper Designation System for Aluminum 

ANSI H35.2 Dimensional Tolerances for Aluminum Mill Products 

ANSI H35.2M Dimensional Tolerances for Aluminum Mill Products (Metric) 

2.4 Definitions 

Terms used in AMS are defined in AS7766. 

3. TECHNICAL REQUIREMENTS 

3.1 Composition 

Shall conform to the percentages by weight shown in Table 1, determined in accordance with AMS2355. 

Table 1 - Composition 

Element Min Max 
Silicon -- 0.35 
Iron -- 0.45 
Copper -- 0.20 
Manganese 0.15 0.50 
Magnesium 1.5 2.5 
Chromium   -- 0.20 
Zinc 3.5 4.5 
Titanium -- 0.15 
Zirconium 0.10 0.25 
Other Elements, each -- 0.05 
Other Elements, total -- 0.15 
Aluminum remainder  
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