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AMS 4732D  
  

 

AEROSPACE 
MATERIAL 
SPECIFICATION 

Issued NOV 1970 
Revised JAN 1988 
Noncurrent MAY 1994 
Cancelled APR 2007 

Superseding AMS 4732C 

Copper-Nickel Alloy Wire and Ribbon 
77.5Cu - 22.5Ni 

 (Composition similar to UNS C71110) 
 

RATIONALE 

AMS 4732C has been cancelled because survey of aerospace users and producers indicated that this product is not 
produced to this specification. 

CANCELLATION NOTICE 

This specification has been declared "CANCELLED" by the Aerospace Materials Division, SAE, as of April, 2007. By this 
action, this document will remain listed in the Numerical Section of the Index of Aerospace Material Specifications, 
indicating that it has been "CANCELLED". 

Cancelled specifications are available from SAE. 

Full document details: SAE AMS4732D

http://avadocuments2026.com/doc/sae-ams4732d
http://avadocuments2026.com/doc/sae-ams4732d
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AEROSPACE 
MATERIAL 
SPECIFICATION

AMS 4732C

Issued NOV 1970
Revised JAN 1988
Noncurrent MAY 1994

Superseding  AMS 4732B

Copper-Nickel Alloy Wire and Ribbon
77.5Cr - 22.5Ni

UNS G71110

NONCURRENT NOTICE

This specification has been declared “NONCURRENT” by the Aerospace Materials Division, SAE, 
as of May 1994.  It is recommended, therefore, that this specification not be specified for new 
designs.

“NONCURRENT” refers to those materials which have previously been widely used and which may 
be required on some existing designs in the future. The Aerospace Materials Division, however, 
does not recommend these as standard materials for future use in new designs. Each of these 
“NONCURRENT” specifications is available from SAE.
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