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1. SCOPE:
1.1 Form:

This specification covers a silver alloy in the form of wire, rod, sheet, strip, foil, pig, powder, shot, and
chips, and a viscous mixture (paste) of powder in a suitable binder.

1.2 Application:

This material has been used typically for torch or induction brazing ferrous metals and copper alloys
where high joint strength up to 400 °F (204 °C) and low brazing temperatures are required, but
usage is not limited to such applications.

1.3 WARNING:

Numerous scientific studies have determined that cadmium presents a health hazard to persons
who are exposed to it.

1.4 Safety - Hazardous Materials:

While the materials, methods, applications, and processes described or referenced in this
specification may involve the use of hazardous materials, this specification does not address the
hazards which may be involved in such use. Itis the sole responsibility of the user to ensure
familiarity with the safe and proper use of any hazardous materials and to take necessary
precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS:
The following publications form a part of this specification to the extent specified herein. The latest

issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.
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2.1 SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
AMS 2222 Tolerances, Copper and Copper Alloy Sheet, Strip, and Plate
MAM 2222  Tolerances, Metric, Copper and Copper Alloy Sheet, Strip, and Plate
AMS 2224 Tolerances, Copper and Copper Alloy Wire
MAM 2224  Tolerances, Metric, Copper and Copper Alloy Wire
2.2 ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM B 214  Sieve Analysis of Granular Metal Powders
ASTM E 56-90 Chemical Analysis of Silver Brazing Alloys (Discontinued - See 8.6)

2.3 AWS Publications:
Available from American Welding Society, P.O. Box 351040, Miami, FL 33135-1040.
ANSI Z49.1 Safety in Welding and Cutting
3. TECHNICAL REQUIREMENTS:
3.1 Composition:
Shall conform to the percentages by weight shown in Table 1. Methods for analysis may be by

spectrochemical methods or other methods acceptable to purchaser, but in case of dispute, the
referee methods shall be ASTM E 56-90 (See 8.6).

TABLE 1 - Composition

Element min max
Silver 49.0 51.0
Cadmium 17.0 19.0
Zinc 145 185
Copper 145 16.5
Other Elements, total (3.1.1) - 0.15

3.1.1 Determination not required for routine acceptance.

3.1.2 The requirements of 3.1 apply to paste after removal of the binder.

Documents

Document Sharing Hub

Full document details: SAE AMS4770L


http://www.avadocuments.com/doc/sae-ams4770l
http://www.avadocuments.com/doc/sae-ams4770l

