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This specification has been declared "NONCURRENT" by the Aerospace Materials
Division, SAE, as of 29 October 1990. It is recommended, therefore, that this
specification not be specified for new designs.

This cover sheet should be attached to the "D" revision of the subject
specification.

"NONCURRENT" refers to those materials which have previously been widely used and
which may be required on some existing designs in the future. The Aerospace
Materials Division, however, does not recommend these as standard materials for
future use in new designs. Each of these "NONCURRENT" specifications is

available from SAE upon request.
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1. SCOPE:

1.1 Form: This specification covers bearings of a leaded bronze cast on one or
both faces of a steel backing.

1.2 Application: Primarily for bushings and bearings.

2 APPLICABLE DOCUMENTS: The following publications form a part of this
specification to the extent specified herein. The latest issue of Aerospace

Material Specifications shall-apply. The applicable issue of other documents
shall be as specified in AMS 2350.

2.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale,
PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 - Standards and Test Methods
AMS 2370 - Quality Assurance Sampling of Carbon and Low-Alloy Steels,

Wrought Products Except Forgings and Forging Stock
AMS 2800 - Identification, Finished Parts

22 ASTM Publications: Available from American Society for Testing and
Materials, 1916 Race Street, Philadelphia, PA 19103.

ASTM E18 - Rockwell Hardness and Rockwell Superficial Hardness of Metallic
Materials
ASTM E478 - Chemical Analysis of Copper Alloys

2.3 U.S. Government Publications: Available from Commanding Officer, Naval
Publications and Forms Center, 5801 Tabor Avenue, Philadelphia, PA 19120.
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