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Manganese Bronze, Sand and Centrifugal Castings
58Cu — 39Zn — 1.2Fe — 1.0Al — 0.80Mn
As Cast
(Composition similar to UNS C86500)

RATIONALE

AMS4860F has been reaffirmed to comply with the SAE five-year review policy.

1. SCOPE

1.1 Form

This specification covers a manganese bronze alloy in the form of sand and centrifugal castings.
1.2  Application

These castings have been used typically for parts requiring strength, toughness, and corrosion resistance, but usage is
not limited to such applications.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

AMS2694 In-Process Welding of Castings
AMS2804 Identification, Castings

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, Tel:
610-832-9585, www.astm.org.

ASTM B 208 Preparing Tension Test Specimens for Copper-Base Alloys for Sand, Permanent Mold, Centrifugal,
and Continuous Castings
ASTM E 8/E 8M Tension Testing of Metallic Materials

ASTM E 478 Chemical Analysis of Copper Alloys
ASTM E 1417 Liquid Penetrant Testing
ASTM E 1742 Radiographic Examination

3. TECHNICAL REQUIREMENTS
3.1 Composition

Shall conform to the percentages by weight shown in Table 1, determined by wet chemical methods in accordance with
ASTM E 478, by spectrochemical methods, or by other analytical methods acceptable to purchaser.

TABLE 1 - COMPOSITION

Element (3.1.1) min max
Copper (3.1.4) 55.0 60.0
Zinc (3.1.2) 36.0 42.0
Iron 0.40 2.0
Aluminum 0.50 1.5
Manganese 0.10 1.5
Tin -- 1.0
Nickel (plus Cobalt) -- 1.0
Lead -- 0.40
Sum of Named Elements (3.1.3) 99.0 --

3.1.1  These composition limits do not preclude the presence of other elements. Limits may be established and
analysis required for unnamed elements by agreement between the manufacturer or supplier and purchaser.

3.1.2 Zinc may be reported as “remainder”, or as the difference between the sum of results for all elements and 100%,
or as the result of direct analysis.

3.1.3 When all the elements in Table 1 are analyzed, the sum shall be 99.0% minimum, but such determination is not
required for routine acceptance of each lot.

3.1.4 In determining copper minimum, copper may be calculated as copper plus nickel.

3.2 Condition

As cast. MO, (as sand cast) or MO, (as centrifugally cast) (See 8.2).

3.3 Casting

Castings shall be produced in lots from metal conforming to 3.1.

3.3.1 A lot shall be all castings produced from one furnace melt or crucible melt. When two or more furnace melts or

crucible melts or combination thereof are used to charge a ladle for pouring, the castings therefrom shall
constitute a lot. A lot shall be not more than 1000 pounds (454 kg) of castings.
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