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            AMS5552 REV. G 

Issued 1960-06 
Reaffirmed 2000-09 
Revised 2006-03 
Cancelled 2011-04 

Superseding AMS5552F 

Alloy, Corrosion and Heat-Resistant, Sheet, Strip, and Plate 
46Fe - 20.5Cr - 32Ni - 1.1Ti 

Annealed 
                                                                                                            (Composition similar to UNS N08801) 

RATIONALE 

AMS5552G results in the cancellation of this document.  This commodity has not been produced in over 10 years, and 
there are no further plans to produce it. 

CANCELLATION NOTICE 

This specification has been declared "CANCELLED" by the Aerospace Materials Division, SAE, as of April 2011. By this 
action, this document will remain listed in the Numerical Section of the Index of Aerospace Material Specifications 
indicatingn that it has been "CANCELLED". 

Cancelled specifications are available from SAE. 
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  1. SCOPE: 

1.1 Form:  

This specification covers a corrosion and heat-resistant alloy in the form of sheet, strip, and 
plate. 

1.2 Application:  

These products have been used typically for low-stressed parts requiring corrosion and 
oxidation resistance up to 1800 °F (982 °C), but useful at the higher temperatures only when 
stresses are low, and where such parts may require welding during fabrication, but usage is not 
limited to such applications. 

2. APPLICABLE DOCUMENTS:  

The issue of the following documents in effect on the date of the purchase order forms a part of 
this specification to the extent specified herein. The supplier may work to a subsequent revision of 
a document unless a specific document issue is specified. When the referenced document has 
been cancelled and no superseding document has been specified, the last published issue of that 
document shall apply. 
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