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Nickel Wire and Ribbon
99Ni
(Composition similar to UNS N02205)

RATIONALE
AMS5555G is the result of a Five-Year Review and update of the specification. The revision updates composition testing
and reporting (see 3.1 and 3.1.1), adds country of origin requirements (see 4.4), clarifies physical attributes (see 8.5), and
updates the prohibition of exceptions (see 4.4.1 and 8.4).
1. SCOPE
1.1 Form
This specification covers a nickel in the form of round wire and rectangular ribbon.

1.2  Application

These products have been used typically as weldable leads for electronic component parts or as filler wire for welding, but
usage is not limited to such applications.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is
specified. When the referenced document has been cancelled and no superseding document has been specified, the last
published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2269 Chemical Check Analysis Limits, Nickel, Nickel Alloys, and Cobalt Alloys
AMS2283 Composition Testing Methods for Nickel and Cobalt Based Alloys
AMS2371 Quality Assurance Sampling and Testing, Corrosion and Heat-Resistant Steels and Alloys, Wrought

Products and Forging Stock

AS7766 Terms Used in Aerospace Metals Specifications

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.

Copyright © 2024 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTM E8/E8M Tension Testing of Metallic Materials
ASTM E290 Bend Test of Materials for Ductility
2.3 AWS Publications

Available from American Welding Society, 8669 NW 36 Street, #130, Miami, FL 33166-6672, Tel: 1-800-443-9353 or
305-443-9353, www.aws.org.

AWS A5.02 Specification for Filler Metal, Standard Sizes, Packaging and Physical Attributes
2.4 Terms used in AMS are defined in AS7766.

3. TECHNICAL REQUIREMENTS

3.1 Composition

Composition shall conform to the percentages by weight shown in Table 1, determined in accordance with AMS2283 or by
other analytical methods acceptable to the purchaser.

Table 1 - Composition

Element Min Max
Nickel 99.00 -
Magnesium 0.01 0.08
Titanium 0.01 0.05
Manganese -- 0.35
Iron -- 0.20
Carbon -- 0.15
Silicon -- 0.15
Copper -- 0.15
Sulfur -- 0.008

3.1.1  The producer may test for any element not listed in Table 1 and include this analysis in the report of 4.4. Reporting
of any element not listed in the composition table is not a basis for rejection unless limits of acceptability are
specified by the purchaser.

3.1.2 Check Analysis

Composition variations shall meet the applicable requirements of AMS2269.

3.2 Condition

Cold drawn or cold rolled; bright annealed.

3.2.1  Cold working compounds, oxides, and dirt shall be removed by cleaning processes which will not be harmful to
application of the cleaned product

3.2.2  When the procuring activity specifies that the product is for welding, the physical attributes shall be in accordance
with AWS A5.02 (see 8.5)
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