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63Ni -~ 5,0Cr - 24, 5Mo - 5,5Fe

1, SCOPE:
1.1 Form: This specification covers a corrosion and heat resistant nickel alloy in the form of covered
welding electrodes.

1.2 Application: Primarily for shielded-metal-arc welding of parts fabricated from material of
similar or dissimilar composition, particularly when the weld zone is required to have corrosion
and heat resistance comparable to those of the parent metal,

2. APPLICABLE DOCUMENTS: The following publications form a part of this specification to the extent
specified herein, The latest issue of Aerospace Material Specifications (AMS) shall apply. The
applicable issue of other documents shall be as specified in AMS 2350.

2.1 SAE Publications: Available from Society of Automotive Engineers, Inc., 400 Commonwealth
Drive, Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 - Standards and Test Methods

“All technical reports, including standards approved and practices recommended, are advisory -only. Their use by anyone engaged in industry or

trade or their use by governmental agencies is entirely voluntary. There is no agreement to adhere to any SAE standard or recommended practice, and no commitment to conform to or
be guided by any technical report. in formulating and approving technical reports, the Board and its Committees will not investigate or consider patents which may apply to the subject

matter. Prospective users of the report are responsible for protecting themselves against liability for infringement of patents.”

2.2 ASTM Publications: Available from American Society for Testing and Materials, 1916 Race
Street, Philadelphia, PA 19103.

ASTM E354 - Chemical Analysis of High-Temperature, Electrical, Magnetic, and Other Similar
Iron, Nickel, and Cobalt Alloys p

2.3 U.S. Government Publications: Available from Commanding Officer, Naval Publications and Forms
Center, 5801 Tabor Avenue, Philadelphia, PA 19120,

2.3.1 Federal Standards:

Federal Test Method Standard No, 151 - Metals; Test Methods

2.3.2 Military Specifications:

MIL-W-10430 - Welding Rods and Electrodes, Preparation for Delivery of

2.4 AWS Publications: Available from American Welding Society, Inc., 2501 North West 7th Street,
Miami, FIL 33125,

AWS A5.11 - Nickel and Nickel-Alloy Covered Welding Electrodes
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