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Powder, Plasma Spray
50 (88WC - 12Co) + 35 (70Ni - 16.5Cr - 4Fe - 4Si - 3.8B) + 15 (80Ni - 20A1)
Three-Component Mixture

RATIONALE
AMS5792B has been reaffirmed to comply with the SAE five-year review policy.

1. SCOPE
11  Form

This specification covers a blend of tungsten carbide-cobalt aggregate, a nickel alloy, and a nickel aluminum aggregate in
the form of powder.

1.2 Application

This product has been used typically for producing plasma spray coatings to provide surfaces resistant to wear, corrosion,
and abrasion, but usage is not limited to such applications.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply. The following publications form a part of this specification to the extent
specified herein. The latest issue of SAE publications shall apply. The applicable issue of other publications shall be the
issue in effect on the date of the purchase order.

2.1  ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, or www.astm.org.

ASTM B 214 Sieve Analysis of Granular Metal Powders
ASTM B 215 Sampling Finished Lots of Metal Powders
ASTM C 117 Material Finer Than 75-um (No. 200) Sieve in Mineral Aggregates by Washing

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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3. TECHNICAL REQUIREMENTS

3.1 Material

Powder shall be a blend of 48 to 52% by weight of tungsten carbide-cobalt aggregate, 14 to 16% by weight of
nickel-aluminum aggregate, and the remainder a nickel alloy. The component powders, prior to blending, shall conform to
the compositions of 3.2.1, 3.2.2, and 3.2.3, respectively, and shall have particle size distributions as shown in 3.3.1 for
each component powder.

3.2 Composition

Powder shall conform to the percentages by weight shown in Table 1, Table 2, and Table 3, determined by wet chemical
methods, by spectrochemical methods, or by other analytical methods acceptable to purchaser.

3.2.1  Tungsten Carbide-Cobalt Aggregate

TABLE 1 - COMPOSITION

Element min max
Carbon 515 --
Cobalt 11.50 13.00
Tungsten 81.00 --
Iron -- 1.5
Other Impurities, each (3.2.1.1) -- 0.50

3.2.1.1  Determination not required for routine acceptance.
3.2.2 Nickel-Aluminum Composite

TABLE 2 - COMPOSITION

Element min max
Aluminum 17.00 20.00
Impurities, total (3.2.1.1) -- 1.00
Nickel remainder

3.2.3 Nickel Alloy

TABLE 3 - COMPOSITION

Element min max
Carbon 0.6 1.3
Silicon 3.0 5.0
Chromium 13.0 20.0
Boron 2.75 4.75
Iron 3.0 5.0
Cobalt (3.2.1.1) - 1.0
Nickel remainder

3.3 Properties

Powder shall conform to the following requirements:

3.3.1 Particle Size Distribution

Each component powder shall have particle size distribution shown in Table 4, determined before blending. Sieve

analysis shall be performed in accordance with ASTM B 214 or ASTM C 117; the method of testing used shall be
reported.
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