The Engii ing Societ
QAEcomonty  AEROSPACE  |SA | avs eusis

Land Sea Air and Space ,

INTERNATIONAL MATERIAL suod UL 1991
400 Commonwealth Drive, Warrendale, PA 15096-0001 SPECIFICATION Noncurrent APR 1996

Cancelled MAY 2003

Superseding AMS 6331A

Steel, Welding Wire
0.50Cr - 0.55Ni - 0.20Mo - (0.33 - 0.38C) (SAE 8735)
Vacuum Melted, Environment Controlled Packaging
(Composition similar to UNS G87350)

CANCELLATION NOTICE
This specification has been “CANCELLED” by the Aerospace Materials Division, SAE, as of
May, 2003. By this action, this document will remain listed in the Numerical Section of the Index of
Aerospace Material Specifications noting that it has been cancelled.

Cancelled specifications are available from SAE.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
Copyright 2003 Society of Automotive Engineers, Inc.

Al rights reserved. D ocC um@n}ﬁs
QUESTIONS REGARDING THIS DOCUMENT: (724) 772-7161 FAX: (724) 776-0243 )

TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 Document Sharlng Hub
SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AMS6331B


http://www.avadocuments.com/doc/sae-ams6331b
http://www.avadocuments.com/doc/sae-ams6331b

AMS 6331B SAE AMS 6331B

1. SCOPE:
1.1 Form:

This specification covers a low-alloy steel in the form of welding wire.
1.2 Application:

Primarily for use as filler metal for gas-metal-arc or gas-tungsten-arc welding of steels of similar
composition where the weld area is required to have strength and toughness comparable to those of
the parent metal.

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.

2.1  SAE Publications:
Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

2.1.1 Aerospace Material Specifications:

AMS 2259 Chemical Check Analysis Limits, Wrought Low-Alloy and Carbon Steels

AMS 2370 Quality Assurance Sampling of Carbon and Low-Alloy Steel, Wrought Products
Except Forgings and Forging Stock

AMS 2635 Radiographic Inspection

AMS 2813 Packaging of Welding Wire, Standard Method

AMS 2814 Packaging of Welding Wire, Premium Quality

AMS 2815 Identification, Welding Wire, Line Code System

AMS 2816 Identification, Welding Wire, Color Code System

AMS 6357 Steel Sheet, Strip, and Plate - 0.50Cr - 0.55Ni - 0.25Mo - (0.33 - 0.38C) (SAE 8735)

AMS 6358 Steel Sheet, Strip, and Plate - 0.50Cr - 0.55Ni - 0.25Mo - (0.38 - 0.43C) (SAE 8740)

2.1.2 Aerospace Recommended Practices:

ARP1876  Weldability Test for Weld Filler Metal Wire
2.2 ASTM Publications:
Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.
ASTME 8 Tension Testing of Metallic Materials

ASTM E 8M Tension Testing of Metallic Materials (Metric)
ASTM E 350 Chemical Analysis of Carbon Steel, Low-Alloy Steel, Silicon Electrical Steel, Ingot

Iron, and Wrought Iron
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3.1 Composition:

3.2 Condition:

3. TECHNICAL REQUIREMENTS:

Carbon
Manganese
Silicon
Phosphorus
Sulfur
Phosphorus + Sulfur
Chromium
Nickel
Molybdenum
Copper

Oxygen (3.1.2)
Nitrogen (3.1.2)
Hydrogen (3.1.2)

Cold finished, bright finish, in a temper and with a surface finish which will provide proper feeding of
the wire in machine welding equipment.

3.2.1  Wire shall be furnished on disposable spools for machine welding and in cut lengths for manual
welding, as ordered.

3.2.2 Drawing compounds, oxides, dirt, and other foreign materials shall be removed by cleaning
processes which will neither result in pitting nor cause gas absorption by the wire or deposition of
substances harmful to welding operations.

3.2.3 Residual elements and dissolved gases deposited on, or absorbed by, the welding wire as a result
of cleaning or cold working operations shall be removed by vacuum degassing.

3.2.4 Annealing, if required, shall be performed under vacuum or in an inert gas atmosphere.

Shall conform to the following percentages by weight, determined by wet chemical methods in
accordance with ASTM E 350, by spectrochemical methods, or by other analytical methods
acceptable to purchaser:

max

0.38

1.00

0.35

0.008

0.008

0.012

0.60

0.70

0.25

0.35

0.0025 (25 ppm)
0.0050 (50 ppm)
0.0010 (10 ppm)

3.1.1  Check Analysis: Composition variations shall meet the applicable requirements of AMS 2259.

3.1.2 Determination of oxygen, nitrogen, and hydrogen content not required for cut lengths.
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