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1. SCOPE:

1.1 Form: 

This specification covers a low-alloy steel in the form of covered welding electrodes.

1.2 Application: 

Primarily for use as filler metal for metal-arc welding of carbon and low-alloy steels when the 
deposited weld metal is required to have heat treating characteristics comparable to those of the 
parent metal. 

2. APPLICABLE DOCUMENTS: 

The following publications form a part of this specification to the extent specified herein.  The latest 
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in 
effect on the date of the purchase order.

2.1 SAE Publications: 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AMS 6350 Steel Sheet, Strip, and Plate, 0.95Cr - 0.20Mo (0.28 - 0.33C) (SAE 4130)

2.2 ASTM Publications: 

Available from ASTM, 1916 Race Street, Philadelphia, PA  19103-1187.

ASTM A 370 Mechanical Testing of Steel Products 
ASTM E 350 Chemical Analysis of Carbon Steel, Low-Alloy Steel, Silicon Electrical Steel, Ingot 

Iron, and Wrought Iron 

2.3 U.S. Government Publications: 

Available from Standardization Documents Order Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA 19111-5094.

MIL-W-10430 Welding Rods and Electrodes, Preparation for Delivery of

2.4 AWS Publications: 

Available from American Welding Society, Inc., P.O. Box 351050, Miami, FL  33135-1050.

AWS A5.5 Low-Alloy Steel Covered Arc-Welding Electrodes
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3. TECHNICAL REQUIREMENTS: 

3.1 Composition: 

Weld metal deposited from electrodes shall conform to the percentages by weight shown in Table 1, 
determined by wet chemical methods in accordance with ASTM E 350, by spectrochemical methods, 
or by other analytical methods acceptable to purchaser.

3.1.1 Weld Pads for Chemical Analysis: The referee procedure for making pads of weld metal and 
removing samples for chemical analysis shall be in accordance with AWS A5.5.

3.2 Type: 

Electrodes shall be suitable for welding in all positions using AC or using DC straight polarity 
(electrode negative) or reverse polarity.

3.3 Properties: 

Electrodes shall conform to the following requirements:

3.3.1 Tensile Properties: Shall be as shown in Table 2, determined in accordance with ASTM A 370 on 
specimens as in 4.3.1:

TABLE 1 - Composition

Element min max
Carbon 0.06 0.12
Manganese 0.35 0.70
Silicon 0.30 0.60
Phosphorus -- 0.025
Sulfur -- 0.025
Molybdenum 0.90 1.20
Vanadium 0.10 0.30
Chromium -- 0.20
Nickel -- 0.25
Copper -- 0.35

TABLE 2 - Minimum Tensile Properties
Requirement Value

Tensile Strength Through Weld Zone 90% of Parent Metal
Elongation in 2 Inches (50.8 mm) 10%
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