
 SAE values your input. To provide feedback on this 
 Technical Report, please visit 
 http://standards.sae.org/AMS7260E 

AEROSPACE
MATERIAL SPECIFICATION

AMS7260™ REV. E 

Issued 1955-03 
Revised 1994-10 
Reaffirmed 2018-08 

Superseding AMS7260D 

Rings, Butadiene-Acrylonitrile (NBR) Rubber, Molded 
Fuel and Low Temperature Resistant 

70 - 80 

__________________________________________________________________________________________________________________________________________ 
SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is 
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and 
suggestions. 
Copyright © 2018 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, 
photocopying, recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada)

Tel:        +1 724-776-4970 (outside USA)
Fax:       724-776-0790 
Email:    CustomerService@sae.org 

SAE WEB ADDRESS: http://www.sae.org 

RATIONALE 

AMS7260E has been reaffirmed to comply with the SAE Five-Year Review policy. 

1. SCOPE:

1.1 Form: 

This specification covers a fuel and low-temperature resistant butadiene-acrylonitrile (NBR) rubber 
in the form of molded rings.

1.2 Application: 

These rings have been used typically for gland type packings and seals in flexible couplings for use 
at temperatures from -55 °C to +100 °C (-67 to 212 °F) where resistance to fuel is required, but 
usage is not limited to such applications.

1.3 Safety-Hazardous Materials: 

While the materials, methods, applications, and processes described or referenced in this 
specification may involve the use of hazardous materials, this specification does not address the 
hazards which may be involved in such use.  It is the sole responsibility of the user to ensure 
familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved.  

2. APPLICABLE DOCUMENTS:

The following publications form a part of this specification to the extent specified herein.  The latest
issue of SAE publications shall apply.  The applicable issue of other publications shall be the issue in
effect on the date of the purchase order.
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2.1 SAE Publications: 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA  15096-0001.

AMS 2817 Packaging and Identification, Preformed Packings

AS568 Aerospace Size Standard for O-Rings
AS871 Manufacturing and Inspection Standards for Preformed Packing (O-Rings)

AIR851 O-Ring Tension Testing Calculations

2.2 ASTM Publications: 

Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.

ASTM D 395 Rubber Property - Compression Set
ASTM D 412 Rubber Properties in Tension
ASTM D 471 Rubber Property - Effect of Liquids
ASTM D 573 Rubber - Deterioration in an Air Oven
ASTM D 1414 Testing Rubber O-Rings
ASTM D 2240 Rubber Property - Durometer Hardness

3. TECHNICAL REQUIREMENTS:

3.1 Material: 

Shall be a compound, based on a butadiene-acrylonitrile (NBR) elastomer, suitably cured to produce 
packing or sealing rings meeting the requirements of 3.2.

3.2 Properties: 

Rings shall conform to the requirements shown in Table 1; tests shall be performed on the rings 
supplied and in accordance with specified test methods, insofar as practicable. Tensile strength 
testing is not required on rings which are too small to permit assembly on rollers and are, after 
cutting, too short to permit testing as a single strand.  Eliminating testing for tensile strength does not 
eliminate testing for elongation; elongation test can be made by stretching a ring over a mandrel of a 
size which will stretch the ring sufficiently to produce the required elongation when figured on the ID 
of the ring.  Calculations of tensile strength and elongation may be made in accordance with AIR851.
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TABLE 1 - Properties

Paragraph     Property Requirement Test Method
3.2.1 Hardness, Durometer "A", 

or equivalent

3.2.2 Tensile Strength, min

3.2.3 Elongation, min

3.2.4 Corrosion

3.2.5 Specific Gravity

3.2.6 Aromatic and Non-aromatic Fuel
Resistance

3.2.6.1 Volume Change after 96 hours ± 1 
immersion in 30% aromatic fuel

3.2.6.2 Volume Change after 96 hours ± 1
immersion in 30% aromatic fuel 
followed by 72 hours ± 1 immersion 
in non-aromatic fuel (based on
unimmersed volume)

3.2.6.3 Volume Change, max, after cyclic
immersion and 48 hours ± 0.5 drying at 
70 °C ± 1 (160 °F ± 2) (based on
unimmersed volume)

3.2.7 Low-Temperature Flexibility

3.2.7.1 As Received, max

3.2.7.2 After heat aging, cyclic immersion in 
fuel, and drying, max

3.2.8 Compression Set

3.2.8.1 Percent of Original Deflection, max
Ring Cross Section Diameter,
0.066 to 0.110 inch, incl
(1.68 to 2.79 mm, incl)
Over 0.110 inch (2.79 mm)

3.2.8.1.1 Compression set shall be determined on 
complete rings if the ID of the ring is 
2 inches (51 mm) or under; for larger 
rings, a section approximately 1 inch 
(25 mm) long cut from the ring shall be used.

75 ± 5

1000 psi
(6.89 MPa)

100%

Nil

Preproduction
Value ±0.02

+30 to +50

Positive Swell

-12%

-50 °C (-58 °F)

-40 °C (-40 °F)

85
75

4.5.1

4.5.2

4.5.2

ASTM D 1414

ASTM D 1414

4.5.3

4.5.4

4.5.5
125 °C ± 2
(257 °F ± 4)
70 hours ± 0.5
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