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BOLTS AND SCREWS, WORK-STRENGTHENED ALLOY, CORROSION RESISTANT
Forged Head, Roll Threaded Mter Aging

1. SCOPE:

1. 1 ~ This specification covers aircraft-quality bolts and screws having UNJ (MIL-S-8879)
thread form, made from a corrosion-resistant, work-strengthened cobalt-chromium-nickel
alloy and aged to develop the specified properties.

1. 2 Application: Primarily for use where fasteners having an excellent combination of strength,
fatigue, and corrosion resistance are required for use up to 7000 F (370 0 C).

2. APPLICABLE DOCUMENTS: The following publications form a part of this specification to the
extent specified herein. The latest issue of Aerospace Material Specifications (AMS) and
Aerospace Standards (AS) shall apply. The applicable issue of other documents shall be as
specified in AMS 2350.

2.1 SAE Publications: Available from Society of Automotive Engineers, Inc., 400 Commonwealth
Drive, Warrendale, PA 15096.

2.1.1 Aerospace Material Specifications:

AMS 2350 - Standards and Test Methods
AMS 2373 - Quality As~urance Sampling of Bolts and Screws
AMS 5844 - Alloy Bars, High Strength, Corrosion and Heat Resistant

35Ni - 35Co - 20Cr - 10Mo, Solution Heat Treated, Cold Drawn

2. 1. 2 Aerospace Standards:

AS 1132 - Design Parameters for Bolts and Screws, External Wrenching, Unified
Thread Inch Series

AS 1177 - Nondestructive Inspection Standards for Bolts and Screws
AS 3062 - Bolts, Screws, and Studs, Screw Thread Requirements
AS 3063 - Bolts, Screws, and Studs, Geometric Control Requirements

2.2 ASTM Publications: Available from American Society for Testing and Materials, 1916
Race Street, Philadelphia, PA 19103.

ASTM E8 - Tension Testing of Metallic Materials
ASTM E112 - Estimating the Average Grain Size of Metals

2.3 Government Publications: Available from Commanding Officer, Naval Publications and
Forms Center, 5801 Tabor Avenue, Philadelphia, PA 19120.

2.3. 1 Military Standards:

MIL-STD-794 - Parts and Equipment,- Procedures for Packaging and
Packing of

MIL-STD-1312 - Fasteners, Test Methods
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AMS 7468

2.3.2 Military Specifications:

-2-

MIL-S-8879 - Screw Threads, Controlled Root Radius with Increased Minor Diameter,
General Specification for

3. TECHNICAL REQUIREMENTS:

3.1 Material: Shall be AMS 5844 alloy heading stock.

3.2 Fabrication:

3.2.1 Blanks: Heads shall be formed by forging. Forged or machined lightening holes are
acceptable.

3.2.2 Heat Treatment: Headed blanks shall, before cold working the fillet radius and rolling the
threads, be aged as follows:

3.2.2.1 Heating Equipment: Furnaces may be any type ensuring uniform temperature throughout
the parts and shall be equipped with, and.operated by, automatic temperature controllers.
The heating medium shall not cause surface hardening by carburizing or nitriding.

3.2.2.2 Aging Heat Treatment: Blanks shall be aged by heating to a temperature within the range
1000° - 1200° F (540° - 650° C), holding at the selected temperature within ~ 25° F ~ 15° C)
for 4 - 4-1/2 hr, and cooling at a rate equivalent to an air cool.

3.2.3 Oxide Removal: Surface oxide and oxide penetration resulting from prior heat treatment shall
be removed from the full body diameter and the bearing surface of the head of the solution
heat treated, work-strengthened, and aged blanks prior to cold working the fillet radius and
rolling the threads. The oxide removal process shall produce no intergranular attack or
corrosion of the blanks. The metal removed from the bearing surface of the head and the full
body diameter of the shank shall be as little as practicable to obtain a clean, smooth surface
and, in no case, shall be so great as to produce more cutting of flow lines in the head-to-shank
junction than shown in Fig. lB.

3.2.4 Cold Working of Fillet Radius: Mter removal of oxide as in 3.2.3, the head-to-shank fillet
radius of headed parts having the radius complete throughout the circumference of the part
shall be cold worked sufficiently to remove all visual evidence of grinding or tool marks.
Distortion due to cold working shall not raise metal more than 0.002 in. (0.05 mm) above the
contour at "A" or depress metal more than 0.002 in. (0.05 mm) below the contour at "B" as
shown in Fig. 2; distorted areas shall not extend beyond "C" as shown in Fig. 2. In
configurations having an undercut associated with the fillet radius, the cold working will be
required only for 90 deg of fillet arc, starting at the point of tangency of the fillet radius
and the bearing surface of the head.

3.2.5 Thread Rolling: Threads shall be formed on the finished blanks by a single rolling process
after removal of oxide as in 3.2.3.

3.2.6 Cleaning: Parts, after finishing, shall be degreased and then immersed in one of the
following solutions for the time and at the temperature shown:

3.2.6.1 One volume of nitric acid (sp gr 1. 42) and 9 volumes of water for not less than 20 min.
at room temperature.

3.2.6.2 One volume of nitric acid (sp gr 1.42) and 4 volumes of water for 30 - 40 min. at
room temperature.
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3.2.6.3 One volume of nitric acid (sp gr 1. 42) and 4 volumes of water for 10 - 15 min. at 1400
- 160° F

(60° - n°C).

3.3 Properties: Parts shall conform to the requirements of 3.3.1, 3.3.2, and 3.3.3. Threaded members
of gripping fixtures for tensile and fatigue tests shall be of sufficient size and strength to develop the
full strength of the part without stripping the thread. The loaded portion of the shank shall have a
minimum of two full thread turns from thread runout exposed between the loading fixtures during
tensile and fatigue tests. Finished parts shall be tested in accordance with the following applicable
test methods of MIL-STD-1312:

3.3. 1 Tensile Properties:

Requirement

Hardness
Tensile Strength
Fatigue Strength

Test Method

No.6
No.8
No. 11

3.3.1.1 Finished Parts: Parts shall have breaking load not lower than the value specified in Table II.
If the size or shape of the part is such that failure would occur outside the threaded section
but the part can be tested satisfactorily, such as parts having a shank diameter equal to or less
than the minimum pitch diameter or having an undercut, parts shall have tensile strength not
lower than 260,000 psi (1793 MPa); for such parts, the diameter on which stress is based shall
be the actual measured minimum diameter of the part. Tension fasteners with either standard
double-hexagon or hexagon-type heads having a minimum metal condition in the head equal to
the design parameters specified in AS 1132 shall not fracture in the head-to-shank fillet
radius except when this radius is associated with an undercut or with a shank diameter less
than the minimum pitch diameter of the thread.

3.3.1.2 Machined Test Specimens: If the size or shape of the part is such that a tensile test cannot be
made on the part, tensile tests shall be conducted in accordance with ASTM E8 on specimens
prepared as in 4.3. 3. Such specimens shall meet the following requirements:

Tensile Strength, min
Yield Strength at 0.2% Offset, min
Elongation in 4D, min
Reduction of Area, min

260,000 psi (1793 MPa)
230,000 psi (1586 MPa)

8%
35%

3.3.2 Hardness: Shall be uniform and not lower than 44 lffiC or equivalent but hardness of the threaded
section and of the head-to"1lbank,filJlet area may be higher than that of other areas as a result of the
cold working operations.

3. 3.3 Fatigue Strength: Parts tested in tension-tension fatigue at room temperature with maximum load
as specified in Table II and minimum load equal to 10% of maximum load shall have average life of
not less than 65,000 cycles with no part having life less than 45,000 cycles. Tests need not be
run beyond 130,000 cycles. Life of parts which do not fail in less than 130,000 cycles shall be
taken as 130,1)00 cycles for purposes of computing average life. If the shank diameter of the part
is less than the minimum pitch diameter of the part, parts shall withstand fatigue testing as above
using loads sufficient to produce a maximum stress of 135,000 psi (931 MPa) and a minimum stress
of 13,500 psi (93 MPa). The above requirements apply only to parts 0.190 in. (4.83 mm) and
larger in nominal thread size with round, square, hexagonal, or double-hexagon heads designed
for tension applications and not having an undercut and having a head-to-shank fillet radius equal
to or larger than that specified in AS 1132; for all parts to which the above requirements do not
apply, fatigue test requirements shall be as specified on the part drawing.

3.4 Quality: Parts shall be uniform in quality and condition, clean, sound, smooth, and free from burrs
and foreign materials and from internal and external imperfections detrimental to their performance.
Parts shall conform to AS 1177.
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