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RATIONALE

AMS7719F has been declared “STABILIZED” by SAE AMS Committee E. This document will no longer be updated and
may no longer represent standard industry practice. This document was stabilized because this document is no longer state
of the art and other documents contain similar but not necessarily equivalent requirements.

NOTE: Previously this document was “REAFFIRMED.” The last technical update of this document occurred in April 2011.
Users of this document should refer to the cognizant engineering organization for disposition of any issues with
reports/certifications to this specification; including exceptions listed on the certification. In many cases, the

purchaser may represent a sub tier supplier and not the cognizant engineering organization.

STABILIZED NOTICE

AMS7719F has been declared “STABILIZED” by SAE AMS Committee E Carbon and Low Alloy Steels and will no longer
be subjected to periodic reviews for currency. Users are responsible for verifying references and continued suitability of

technical requirements. Newer technology may exist.

AMS Committee E recommends that the following similar but not identical specification may be considered for future
procurement. This listing does not constitute authority to substitute this specification for the “STABILIZED” specification.

ASTM A753, Alloy Type 2, Sheet or Strip Cold Rolled, Half Hard

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and

suggestions.
Copyright © 2025 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, or used for text and data mining, Al training, or similar technologies, without the prior written permission of SAE.
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1. SCOPE

1.1 Form

This specification covers a magnetic nickel-iron alloy in the form of sheet and strip.
1.2 Application

These products have been used typically for magnetic circuit parts that require high magnetic permeability at low flux
densities with the fabricated parts to be annealed in dry hydrogen, but usage is not limited to such applications.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AMS2242 Tolerances, Corrosion and Heat Resistant Steel, Iron Alloy, Titanium, and Titanium Alloy Sheet, Strip, and
Plate
AMS2371 Quality Assurance Sampling and Testing, Corrosion and Heat-Resistant Steels and Alloys, Wrought

Products and Forging Stock

AMS2807 Identification, Carbon and Low-Alloy Steels, Corrosion and Heat-Resistant Steels and Alloys, Sheet, Strip,
Plate, and Aircraft Tubing
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