
__________________________________________________________________________________________________________________________________________ 
SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely 
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.” 
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and 
suggestions. 
Copyright © 2019 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER: Tel:        877-606-7323 (inside USA and Canada) 
 Tel:        +1 724-776-4970 (outside USA) 
 Fax:       724-776-0790 
 Email:    CustomerService@sae.org 
SAE WEB ADDRESS: http://www.sae.org 

 SAE values your input. To provide feedback on this 
 Technical Report, please visit 
 http://standards.sae.org/AMS7909D 

AEROSPACE 

MATERIAL SPECIFICATION 
 

AMS7909™ REV. D 

Issued 2005-07 
Revised 2015-07 
Stabilized 2019-10 
 
Superseding AMS7909C 

Aluminum Beryllium, NNS Preforms 
Hot Isostatic Pressed 

38Al - 62Be 

RATIONALE 

Mature Technology. 

STABILIZED NOTICE 
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1. SCOPE

1.1 Form 

This specification covers aluminum-beryllium powders consolidated by hot isostatic pressing (HIP) into the form of blocks, 
blanks or shapes. 

1.2 Application 

These preforms have been used typically for parts requiring high thermal conductivity, low density and high modulus of 
elasticity, but usage is not limited to such applications. 

1.3 Safety - Hazardous Materials 

While the materials, methods, applications and processes described or referenced in this specification may involve the use 
of hazardous materials, this specification does not address the hazards that may be involved in such use. It is the sole 
responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take necessary 
precautionary measures to ensure the health and safety of all personnel involved. 

1.3.1 WARNING: Beryllium Alloy  

Inhaling dust or fumes containing beryllium may cause chronic beryllium disease, a serious chronic lung disease, in some 
individuals. Over time, lung disease can be fatal. Read the product specific Safety Data Sheet (SDS) for additional 
environmental, health and safety information before working with beryllium or beryllium-containing materials. 

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue is 
specified. When the referenced document has been cancelled and no superseding document has been specified, the last 
published issue of that document shall apply. 

SAE INTERNATIONAL AMS7909™D 1 OF 5

Full document details: SAE AMS7909D

http://avadocuments2026.com/doc/sae-ams7909d
http://avadocuments2026.com/doc/sae-ams7909d

