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RATIONALE

AMS7918A has been reaffirmed to comply with the SAE five-year review policy.

1. SCOPE

1.1  Form

This specification covers a beryllium aluminum alloy in the form of investment castings.

1.2  Application

These castings have been used typically for optical support structures and other parts requiring higher stiffness, damping
capability, and lighter weight than cast aluminum alloys with similar strength levels, but usage is not limited to such
applications.

1.3 Safety - Hazardous Materials

While the materials, methods, applications, and processes described or referenced in this specification may involve the
use of hazardous materials, this specification does not address the hazards which may be involved in such use. It is the

responsibility of the user to ensure familiarity with the safe and proper use of any hazardous materials and to take
necessary precautionary measures to ensure the health and safety of all personnel involved.

2. APPLICABLE DOCUMENTS

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue
is specified. When the referenced document has been cancelled and no superseding document has been specified, the
last published issue of that document shall apply.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
Copyright © 2020 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

AMS 2175 Castings, Classification and Inspection of

AMS 2360 Room Temperature Tensile Properties of Castings
AMS 2694 Repair Welding of Aerospace Castings

AMS 2804 Identification, Castings

2.2 ASTM Publications

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959,
Tel: 610-832-9585, www.astm.org.

ASTME 8 Tension Testing of Metallic Materials

ASTM E 155 Reference Radiographs for Inspection of Aluminum and Magnesium Castings
ASTM E 439 Chemical Analysis of Beryllium

ASTM E 1417 Liguid Penetrant Testing

ASTM E 1742 Radiographic Examination

3. TECHNICAL REQUIREMENTS
3.1 Composition

Castings shall conform to the percentages by weight shown in Table 1, determined by wet chemical methods in
accordance with ASTM E 439, by specirochemical methods, or by other analytical methods acceptable to purchaser.

TABLE 1 - COMPOSITION

Element min max
Beryllium 61.1 686
Silver 265 335
Cobalt 065 135
Geranium 055 095
Iron -- 0.20
Silicon - 0.25
Other Elements (total) - 0.30
Aluminum (3.1.1) remainder

3.1.1  Determination not required for routine acceptance.
3.2 Melting Practice

Castings and specimens shall be poured at casting vendor’s facility either from a melt of a master heat, or directly from a
master heat.

3.2.1 Revert (gates, sprues, risers, and rejected castings) may be used only in the preparation of master heats; revert
shall not be remelted directly without refining for pouring of castings. Melting of revert creates a new master heat.

3.2.1.1  The metal for castings and specimens shall be melted and poured under vacuum without loss of vacuum
between melting and pouring. When authorized by purchaser, protective atmosphere may be used in lieu of
vacuum for pouring of castings.

3.2.2 Portions of two or more qualified master heats (See 3.4.2) may be melted together and poured into castings using
a procedure authorized by purchaser.
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3.2.3 If modifications, such as alloy additions or replenishments, are made by the vendor at remelt, vendor shall have a
written procedure acceptable to purchaser which defines the controls, test, and traceability criteria for both
castings and separately-cast specimens. Control factors of 4.4.2.2 shall apply.

3.2.4 When authorized by purchaser, a master heat may be one or more melts made to a standard practice using raw
materials from the same lots, revert, or mixtures of revert and raw materials from the same lots. If revert is used, it
shall be traceable to an originating melt or melts of raw material only, from the same lots.

3.3 Condition

Castings shall be delivered in the as cast condition.

3.4 Test Specimens

Specimens shall be either separately-cast, integrally-cast, or machined from a casting, and shall conform to 3.2.

3.4.1 If specimens are separately-cast, vendor shall have a written procedure acceptable to purchaser. Control factors
of 4.4.2.2 shall apply.

3.4.2 Each master heat shall be qualified by evaluation of chemical and tensile specimens.

3.4.2.1 If alloy additions or replenishments are made at remelt as in 3.2.3, the frequency of sampling and testing used
by the vendor for qualification to 3.4.2 shall be acceptable to purchaser.

3.4.22 Tensile tests of 3.4.2 are not required if these tests are conducted using integrally-cast specimens (4.3.3.2) or
specimens from a casting (4.3.3.3).

3.4.3 Chemical Analysis Specimens

Shall be of any convenient size and shape.

3.4.4 Tensile Specimens

Shall be of standard proportions in accordance with ASTM E 8.

3.441 Separately-cast and integrally-cast specimens may be ether cast to size, or cast oversize and subsequently
machined to 0.250 inch (6.35 mm) diameter at the reduced parallel gage section.

3.442 \When integrally-cast specimens and specimens machined from a casting are specified, specimen size and
location shall be agreed upon by purchaser and vendor.

3.5 Properties

Conformance shall be based upon testing of integrally-cast specimens unless purchaser specifies specimens machined
from a casting.

3.5.1 Room Temperature Tensile Properties

Shall be as specified in Table 2, determined in accordance with ASTM E 8. Properties other than those listed may be
defined as specified in AMS 2360.

TABLE 2 - MINIMUM TENSILE PROPERTIES

Property Value
Tensile Strength 35.0 ksi (241 MPa)
Yield Strength at 0.2% Offset 25.0 ksi (172 MPa)
Elongation in 2 Inches (50.8 mm), min 1%
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