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NOTICE

This document has been taken directly from U.S. Military Specification MIL-C-22587B and contains only
minor editorial and format changes required to bring it into conformance with the publishing
requirements of SAE technical standards. The initial release of this document is intended to replace
MIL-C-22587B. Any part numbers established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. SCOPE:

1.1 Scope:

This specification covers 14 ounce capacity grease cartridges. They are designed for use with
cartridge-type grease guns conforming to MIL-G-3859.

1.2 Classification:

1.2.1 Types: The 14 ounce capacity grease cartridges shall be of the following types:

Type | - Petroleum and synthetic type grease cartridge.
Type Il - Petroleum type grease cartridge.

2. APPLICABLE DOCUMENTS:

The following publications, of the issue in effect on date of invitation for bids or request for proposals,
form a part of this specification to the extent specified herein.

2.1 U.S. Government Publications;

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-G-3859

MIL-G-10924
MIL-G-23827
MIL-G-25013

MIL-STD-105
MIL-STD-290
MIL-STD-889
MIL-STD-1188

Grease Guns, Hand-Operated, Lever, Push and Screw Type
Grease, Automotive and Artillery

Grease, Aircraft and Instrument, Gear and Actuator Screw
Grease, Aircraft, Ball and Roller Bearing

Sampling Procedures and Tables for Inspection by Attributes
Packaging of Petroleum and Related Products

Dissimilar Metals

Commercial Packaging of Supplies and Equipment

2.2 ANSI Publications:

Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.

ANSI MH3.3 201.5 x 904.5 Grease Cartridge

Documents

Document Sharing Hub

Full document details: SAE AMSC22587A


http://www.avadocuments.com/doc/sae-amsc22587a
http://www.avadocuments.com/doc/sae-amsc22587a

SAE AMS-C-22587A Page 3 of 10

2.3 ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 128 Analysis of Lubricating Grease

ASTM E 168 General Techniques of Infrared Quantitative Analysis

ASTME 311 Sampling and Sample Preparation Technique in Spectrochemical Analysis
ASTME 334 General Techniques of Infrared Microanalysis

2.4 Order of precedence:

In the event of a conflict between the text of this specificatioin and the references cited herein, the
text of this specification shall take precedence.

3. REQUIREMENT:
3.1 Qualification:

Grease cartridges furnished under this specification shall be products which are qualified for listing
on the applicable qualified products list at the time set for opening of bids (see 4.3 and 6.5).

3.2 Materials;

Materials used shall conform to the applicable specifications and as specified herein. Materials
which are not covered by applicable specifications or which are not specifically described herein,
shall be of the best quality, of the lightest practicable weight, and suitable for the purpose intended.
Materials shall be free from defects and imperfections that will affect the serviceability of the grease
cartridges. Metals when used shall be coated, plated or corrosion-resistant type and shall resist
corrosion for normal service life. Unless suitably protected against electrolytic corrosion, dissimilar
metals as defined and classified in MIL-STD-889, shall not be used in intimate contact.

3.3 Design and construction:
The grease cartridges shall have a nominal capacaity of 14 ounces by weight and shall be designed
for use with a grease gun conforming to MIL-G-3859. Suitable end closures which are removable
without the use of hand toolsl shall be provided and shall be removable without damage to the
cartridge that would inhibit usage. If gaskets are used, they must be attached positively to the
removable caps.

3.4 Physical measurement:

The dimensions and tolerances of the grease cartridges are given in ANSI MH3.3.
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