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RATIONALE 
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to periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical 
requirements. Newer technology may exist. 
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NOTICE 

 The initial SAE publication of this document was taken directly from U.S. Military Standard MIL-C-6183B. This Standard 
may retain the same part numbers established by the original military document. 

Any requirements associated with Qualified Products Lists (QPL) may continue to be mandatory for DoD contracts. 
Requirements relating to QPLs have not been adopted by the SAE for this standard and are not part of this SAE 
document. 
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1. SCOPE 

1.1 Scope 

This specification covers vulcanized sheet made of granulated cork uniformly dispersed in a synthetic rubber compound, 
for use in gaskets where aromatic fuel or oil resistance is required (See 6.2). 

1.2 Classification 

The sheet gasket material shall be of the following types, classes and grades, as specified (See 6.3): 

1.2.1 Types 

Type I - Molded 
Type II - Continuous roll 

1.2.2 Classes 

Class 1 - Aromatic Fuel 
Class 2 - Oil resistant 

1.2.3 Grades 

Grade A - Soft 
Grade B - Medium 
Grade C - Firm 

2. APPLICABLE DOCUMENTS 

The issue of the following documents in effect on the date of the purchase order forms a part of this specification to the 
extent specified herein. The supplier may work to a subsequent revision of a document unless a specific document issue 
is specified. When the referenced document has been cancelled and no superseding document has been specified, the 
last published issue of that document shall apply. 

2.1 U.S. Government Publications 

Available from DLA Document Services, Building 4/D, 700 Robbins Avenue, Philadelphia, PA 19111-5094, Tel: 215-697-6396, 
http://quicksearch.dla.mil/.  

MIL-PRF-121 Barrier Material, Greaseproof, Waterproof, Flexible 

MIL-STD-129 Military Marking for 
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2.2 ASTM Publications 

Available from ASTM International, 100 Barr Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959, 
Tel: 610-832-9585, www.astm.org.  

ASTM D 395 Rubber Property - Compression Set 

ASTM D 471 Standard Test Method for Rubber Property - Effect of Liquids 

ASTM D 1418 Rubber and Rubber Latices - Nomenclature 

ASTM D 1974 Standard Practice for Methods of Closing, Sealing, and Reinforcing Fiberboard Boxes 

ASTM D 2240 Rubber Property - Durometer Hardness 

ASTM D 3951 Standard Practice for Commercial Packaging 

ASTM D 5486 Standard Specification for Pressure-Sensitive Tape for Packaging, Box Closure, and Sealing 

ASTM D 6251 Standard Specification for Wood-Cleated Panelboard Shipping Boxes 

ASTM D 6880 Standard Specification for Wood Boxes 

ASTM F 104 Nonmetallic Gasket Materials 

2.3 Uniform Classification Committee, Agent 

Available from Uniform Classification Committee, Room 1106, 222 South Riverside Plaza, Chicago, IL 60606. 

Uniform Freight Classification Rules 

2.4 ASQ Publications  

Available from American Society for Quality (ASQ) 600 North Plankinton Avenue, Milwaukee, WI 53203 Tel: 800-248-1946 
(inside USA and Canada) or 414-272-8575 (outside USA), www.asq.org.  

ASQ/Z1.4 Sampling Procedures and Tables for Inspection by Attributes 

ASQ Z1.9 Sampling Procedures and Tables for Inspection by variables for Percent Nonconforming 

3. REQUIREMENTS 

3.1 Materials 

Materials used in the manufacture of the cork and rubber sheet shall be as specified below. The finished product shall 
have uniformly dispersed cork throughout the vulcanized rubber binder. 

3.1.1 Cork 

The cork shall be clean and free from hardback. The particles of cork shall be of such size that they shall pass through a 
10 mesh screen and not less than 20 percent shall be retained by a 20 mesh screen. 

3.1.2 Binder 

The binder shall consist of a synthetic rubber type product compounded with other necessary agents to insure compliance 
with the requirements of this specification. 
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3.2 Construction 

The gasket sheet material shall be fabricated by uniformly dispersing the cork in synthetic rubber and vulcanizing the 
resultant mixture. The methods of dispersion and vulcanization shall be as specified by the manufacturer. 

3.3 Form 

Unless otherwise specified (See 6.3), the gasket material shall be furnished in sheet form. 

3.4 Physical Properties 

Physical properties shall be in accordance with Table 1. 

3.4.1 Resistance to Immersion 

Each gasket material test specimen shall show no signs of disintegration, cracking, or tackiness when visually examined 
after all the immersion tests specified in Table 1. 

3.5 Dimensions and Tolerances 

3.5.1 Dimensions 

Unless otherwise specified, thickness and width dimensions of the gasket sheeting shall be as specified in Table 2. Length 
dimensions shall be as specified by the acquiring activity. 

3.5.2 Tolerances 

3.5.2.1 Thickness 

The thickness of the sheet gasket material shall not vary from the thickness specified by more than 0.015 inch (0.38 mm), 
and the thickness at any point on the sheet gasket material shall not vary from the thickness at any other point by more 
than 0.010 inch (0.25 mm), when determined in accordance with Table 4. 

3.5.2.2 Linear Dimensions 

Unless otherwise specified, width tolerances on sheet gasket material shall be 0.25 inch (6.35 mm). Length tolerances 
shall be ±1 percent. 

3.6 Finish 

The finish shall be as smooth as possible giving due consideration to the coarseness of the starting materials. 

3.7 Identification of Product 

Unless otherwise specified, all material furnished to this specification shall be legibly marked using a fuel and oil resistant 
lacquer, ink or dye. The marking shall not adversely affect the serviceability or performance of the gasket material. Specific 
markings for sheets and small parts shall be as follows: 
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3.7.1 Sheets 

The markings on sheets (red - class 1; white - class 2) shall be 0.25 inch (6.35 mm) in height, running continuously across 
the sheet, recurring either lengthwise or crosswise with lines approximately 1.5 inch (38.1 mm) apart. The markings shall 
be on one side only and shall include the following: 

Specification No. 
Type, grade, class 
Manufacturer’s identification 
ASTM D 1418 symbol for polymer used 
Date of cure (1-80 indicates 1st quarter of calendar year 1980) 

3.7.2 Small Parts Cut from Sheet 

When the shape and size of the material does not permit marking in accordance with 3.7.1, a green dot shall be used to 
indicate type I material, a yellow dot for type II, a red dot for class 1 and a white dot for class 2. For example, type I, class I 
material shall have a green dot and a red dot in close relationship to each other. The dots shall appear on the face of the 
piece, if the piece has a minimum of 1 inch (25.4 mm) surface dimension in each of two directions. In the event that the 
dimensions of the material are such that dot marking cannot be made in accordance with the above, the individual pieces 
shall be stacked for marking purposes and printed identification stripes applied to the stacked edges. Where pieces are 
small and furnished loose in containers, markings shall appear on the containers only and shall be in accordance with that 
specified for sheet material. 

3.8 Workmanship 

The sheet gasket material shall be uniform in quality and condition, clean, smooth and free from foreign materials and 
defects detrimental to the appearance or performance of parts fabricated from the material. 

3.9 Hardness Range 

The original hardness of sheet gasket material shall fall within the listed limits. 

 
Grade Hardness range 
A-Soft 40-55 

B-Medium 55-70 
C-Firm 70-85 

4. QUALITY ASSURANCE PROVISIONS 

4.1 Responsibility for Inspection 

Unless otherwise specified in the contract, the contractor is responsible for the performance of all inspection requirements 
as specified herein. Except as otherwise specified in the contract, the contractor may use his own or any other facilities 
suitable for the performance of the inspection requirements specified herein, unless disapproved by the Government. The 
Government reserves the right to perform any of the inspections set forth in the specifications where such inspections are 
deemed necessary to assure supplies and services conform to prescribed requirements. 

4.2 Classification of Inspections 

The examination and testing of the gasket sheeting shall be classified as quality conformance inspections (See 4.3). 
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