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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AMSDTL22499/1B 

 
 
 
 

RATIONALE 
 
AMS-DTL-22499/1B STABILIZES THIS DOCUMENT BECAUSE IT CONTAINS MATURE TECHNOLOGY THAT IS NOT 
EXPECTED TO CHANGE AND THUS NO FURTHER REVISIONS ARE ANTICIPATED. 
 

STABILIZED NOTICE 
 

AMS-DTL-22499/1B HAS BEEN DECLARED "STABILIZED" BY SAE AMS COMMITTEE D NONFERROUS ALLOYS. THIS 
DOCUMENT WAS STABILIZED BECAUSE THIS DOCUMENT CONTAINS MATURE TECHNOLOGY THAT IS NOT 
EXPECTED TO CHANGE AND THUS NO FURTHER REVISIONS ARE ANTICIPATED. PREVIOUSLY THIS DOCUMENT 
WAS REAFFIRMED. THE LAST TECHNICAL UPDATE OF THIS DOCUMENT OCCURRED IN JANUARY, 1999. USERS 
OF THIS DOCUMENT SHOULD REFER TO THE COGNIZANT ENGINEERING ORGANIZATION FOR DISPOSITION OF 
ANY ISSUES WITH REPORTS/CERTIFICATIONS TO THIS SPECIFICATION; INCLUDING EXCEPTIONS LISTED ON THE 
CERTIFICATION.  
 
NOTE:  IN MANY CASES, THE PURCHASER MAY REPRESENT A SUB TIER SUPPLIER AND NOT THE COGNIZANT   

ENGINEERING ORGANIZATION. 
 

 
  

Full document details: SAE AMSDTL22499_1B

http://www.sae.org/technical/standards/PRODCODE
http://www.avadocuments.com/doc/sae-amsdtl22499-1b
http://www.avadocuments.com/doc/sae-amsdtl22499-1b
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NOTICE 
 

The initial SAE publication of this document was taken directly from U.S. Military Standard MIL-DTL-22499/1B. This SAE Standard may 
retain the same part numbers established by the original military document. 
 
Any requirements associated with Qualified Products Lists (QPLs) may continue to be mandatory for DoD contracts. Requirements 
relating to QPLs have not been adopted by the SAE for this standard and are not part of this SAE document.  

Full document details: SAE AMSDTL22499_1B

http://www.avadocuments.com/doc/sae-amsdtl22499-1b
http://www.avadocuments.com/doc/sae-amsdtl22499-1b

