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RATIONALE 

AMS-DTL-22499/3B stabilizes this document because it contains mature technology that is not expected to change and 
thus no further revisions are anticipated.  
 

STABILIZED NOTICE 

AMS-DTL-22499/3B has been declared "stabilized" by the SAE AMS Committee F. This document will no longer be updated 
and may no longer represent standard industry practice. This document was stabilized because it contains mature 
technology that is not expected to change and thus no further revisions are anticipated. Previously this document was 
revised. The last technical update of this document occurred in March, 2013. Users of this document should refer to the 
cognizant engineering organization for disposition of any issues with reports/certifications to this specification; including 
exceptions listed on the certification.  

NOTE: In many cases, the purchaser may represent a sub tier supplier and not the cognizant engineering organization. 
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NOTICE 

THIS DOCUMENT WAS ORIGINALLY TAKEN DIRECTLY FROM U.S. MILITARY SPECIFICATION MIL-DTL-22499/3B, 
AND CONTAINED ONLY MINOR EDITORIAL AND FORMAT CHANGES REQUIRED TO BRING IT INTO CONFORMANCE 
WITH THE PUBLISHING REQUIREMENTS OF SAE TECHNICAL STANDARDS. THE INITIAL RELEASE OF THIS 
DOCUMENT WAS INTENDED TO REPLACE MIL-DTL-22499/3B. ANY PART NUMBERS ESTABLISHED BY THE 
ORIGINAL SPECIFICATION REMAIN UNCHANGED.  

THE ORIGINAL MILITARY SPECIFICATION WAS ADOPTED AS AN SAE STANDARD UNDER THE PROVISIONS OF THE 
SAE TECHNICAL STANDARDS BOARD (TSB) RULES AND REGULATIONS (TSB 001) PERTAINING TO ACCELERATED 
ADOPTION OF GOVERNMENT SPECIFICATIONS AND STANDARDS. TSB RULES PROVIDE FOR (A) THE 
PUBLICATION OF PORTIONS OF UNREVISED GOVERNMENT SPECIFICATIONS AND STANDARDS WITHOUT 
CONSENSUS VOTING AT THE SAE COMMITTEE LEVEL, AND (B) THE USE OF THE EXISTING GOVERNMENT 
SPECIFICATION OR STANDARD FORMAT. 

UNDER DEPARTMENT OF DEFENSE POLICIES AND PROCEDURES, ANY QUALIFICATION REQUIREMENTS AND 
ASSOCIATED QUALIFIED PRODUCTS LISTS ARE MANDATORY FOR DOD CONTRACTS. ANY REQUIREMENT 
RELATING TO QUALIFIED PRODUCTS LISTS (QPL’S) HAS NOT BEEN ADOPTED BY SAE AND IS NOT PART OF THIS 
TECHNICAL REPORT. 
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