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Transition from noncurrent to stabilized. 

STABILIZED NOTICE 

AMSG952 has been declared “STABILIZED” by SAE AMS Committee J Aircraft Maintenance Chemicals and Materials and 
will no longer be subjected to periodic reviews for currency. Users are responsible for verifying references and continued 
suitability of technical requirements. Newer technology may exist. 

 

Full document details: SAE AMSG952C

http://www.avadocuments.com/doc/sae-amsg952c
http://www.avadocuments.com/doc/sae-amsg952c


NONCURRENT NOTICE

This specification has been declared “NONCURRENT” by the Aerospace Materials Division, SAE, as of 
February 2008.  It is recommended, therefore, that this specification not be specified for new designs.

“NONCURRENT” refers to those specifications which have previously been widely used and which may be 
required for production or processing of existing designs in the future.  The Aerospace Materials Division, 
however, does not recommend these specifications for future use in new designs.  “NONCURRENT” 
specifications are available from SAE upon request.
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NOTICE

This document has been taken directly from U.S. Military Specification MIL-G-952, Amendment 1 and 
contains only minor editorial and format changes required to bring it into conformance with the publishing 
requirements of SAE technical standards.  Any part numbers established by the original specification 
remain unchanged and may not reflect the document number of the SAE Standard.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE 
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption 
of government specifications and standards.  TSB rules provide for (a) the publication of portions of 
unrevised government specifications and standards without consensus voting at the SAE Committee 
level, and (b) the use of the existing government specification or standard format.

Any material relating to qualified product lists has not been adopted by SAE.  This material was part of 
the original military specification and is reprinted here for historic reference only.

1. SCOPE AND CLASSIFICATION:

1.1 SCOPE: 

This specification covers hand and air operated, solvent and oil spray guns.

1.2 TYPES: 

Guns covered by this specification shall be of the following types:

Type I Siphon, air operated for use with any fluid container.
Type II Pressure, air operated with one (1) quart cup attached.
Type III Pressure, hand operated, one (1) quart capacity.
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