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NOTICE

This document has been taken directly from U.S. Military Specification MIL-1-7444D, Amendment 2, and
contains only minor editorial and format changes required to bring it into conformance with the publishing
requirements of SAE technical standards. The initial release of this document is intended to replace
MIL-1-7444D, Amendment 2. Any part numbers established by the original specification remain
unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption of
government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Any material relating to qualified product lists has not been adopted by SAE. This material was part of the
original military specification and is reprinted here for historic reference only.

1. SCOPE:
1.1 Scope:
This specification covers flexible extruded, vinyl plastic tubing.
1.2 Classification:
The insulation sleeving (tubing) shall be of the following types and classes, as specified:
Type | Clear (colorless).
Type lll Colored black, white, or yellow.

Class 1 Cold brittle point at -90°F (-67.8°C) and flame resistance of 45 seconds.
Class 2 Cold brittle point at -67°F (-55°C) and flame resistance of 15 seconds.
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1.3 Part numbers:

Part numbers to identify the insulation sleeving shall be formatted as shown below.

“B 7444- X- X- XXXX X

W = white; C = clear;

B = black; Y = yellow

Size: 1 or 2 characteristics = AWG
4 characters = inch

Class: 1 =1;2=2

Type: I=1;I=3

Military specification number

Bulk Material Identifier

Color cade:

Examples: B7444-3-1-14Y; B7444-1-2-1R50C

2. APPLICABLE DOCUMENTS:

The following publications, of the issues in effect on date of invitation for bids or request for proposal,
form a part of this specification to the extent specified herein.

2.1 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-P-116
MIL-L-10547
MIL-STD-104
MIL-STD-105
MIL-STD-129
QQ-A-250/4
QQ-C-576

TT-S-735
PPP-B-585
PPP-B-591
PPP-B-601
PPP-B-621
PPP-B-636
PPP-T-76

Preservation, Methods of

Liner, Case, and Sheet, Overwrap, Water Vaporproof or Waterproof, Flexible
Limits for Electrical Insulation Color

Sampling Procedures and Tables for Inspection by Attributes

Marking for Shipment and Storage

Aluminum Alloy 2024, Plate and Sheet

Copper Flat Products with Slit, Slit and Edge-Rolled, Sheared, Sawed or Machined
Edges (Plate, Bar, Sheet and Strip)

Standard Test Fluids, Hydrocarbon

Box, Wood, Wirebound

Boxes, Shipping, Fiberboard, Wood-Cleated

Boxes, Wood, Cleated-Plywood

Boxes, Wood, Nailed and Lock-Corner

Boxes, Shipping, Fiberboard

Tape, Pressure-Sensitive Adhesive, Packaging/Paper (for Carton Sealing)
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2.2 ASTM Publications:
Available from ASTM, 100 Barr Harbor, West Conshohoken, PA 19428-2959.
ASTM D 412 Vulcanized Rubber and Thermoplastic Rubbers and Thermoplastic Elastomers-
Tension
ASTM D 746 Brittleness Temperature of Plastics and Elastomers by Impact
ASTM D 792 Density and Specific Gravity (Relative Density) of Plastics by Displacement
ASTM D 876 Nonrigid Vinyl Chloride Polymer Tubing Used for Electrical Insulation
ASTM D 3767 Rubber - Measurement of DImensions

2.3 Uniform Classification Committee Agent:

Available from the Uniform Classification Committee Agent, Tariff Publication Officer, Room 1106,
222 South Riverside Plaza, Chicago, IL 60606.

Uniform Freight Classification Rules

3. REQUIREMENTS:

3.1 Preproduction:
This specification provides for preproduction inspection (see 4.3 and 6.2).

3.2 Data:
Unless otherwise specified in the contract or order, no data (other than reports accompanying
preproduction samples) are required by this specification or any of the documents referenced in
section 2, herein (see 6.2).

3.3 Material:

The material shall be a vinyl chloride or vinyl chloride acetate copolymer. The material shall be
homogeneous, free from flaws, defects, pinholes, bubbles, seams, cracks, or inclusions.

3.4 Dimensions:

The dimensions and tolerances of the tubing shall be in accordance with table I.
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TABLE 1. Inside diameters and wall thickness of tubings.

Inside diameter (inches) Wall thickness (inches)
Size No. Nominal | Minimum | Maximum | Minimum | Maximum | Nominal
AWG
24 | 0.022 0.020 0.027 0.010 0.014 0.012
22| 0.027 0.025 0.032 0.010 0.014 0.012
20| 0.034 0.032 0.039 0.013 0.019 0.016
19 | 0.038 0.036 0.044 0.013 0.019 0.016
18 | 0.042 0.040 0.049 0.013 0.019 0.016
17 | 0.047 0.045 0.054 0.013 0.019 0.016
16 | 0.053 0.051 0.061 0.013 0.019 0.016
15| 0.059 0.057 0.067 0.013 0.019 0.016
14 | 0.066 0.064 0.072 0.013 0.019 0.016
13| 0.076 0.072 0.080 0.013 0.019 0.016
12 | 0.085 0.081 0.089 0.013 0.019 0.016
11 0.095 0.091 01.01 0.013 0.019 0.016
10 | 0.106 0.102 0.112 0.013 0.019 0.016
9| 0.118 0.114 0.124 0.017 0.023 0.020
8| 0.133 0.129 0.141 0.017 0.023 0.020
7| 0.148 0.144 0.158 0.017 0.023 0.020
6| 0.166 0.162 0.178 0.017 0.023 0.020
5| 0.186 0.182 0.198 0.017 0.023 0.020
4| 0.208 0.204 0.224 0.017 0.023 0.020
3| 0234 0.229 0.249 0.017 0.023 0.020
2| 0.263 0.258 0.275 0.017 0.023 0.020
1 02.94 0.289 0.311 0.017 0.023 0.020
0| 0.330 0.325 0.347 0.017 0.023 0.020
1/ R313 0.313 0.334 0.022 0.028 0.025
R375 0.375 0.399 0.022 0.028 0.025
R438 0.438 0.462 0.022 0.028 0.025
R500 0.500 0.524 0.022 0.028 0.025
R562 0.562 0.592 0.025 0.035 0.030
R625 0.625 0.655 0.025 0.035 0.030
R750 0.750 0.786 0.030 0.040 0.035
R875 0.875 0.911 0.030 0.040 0.035
1R00 1.000 1.036 0.030 0.040 0.035
1R25 1.250 1.290 0.035 0.045 0.040
1R50 1.500 1.550 0.039 0.051 0.045
1R75 1.750 1.812 0.047 0.063 0.055
2R00 2.000 2.070 0.050 0.070 0.060
2R25 2.250 2.330 0.055 0.075 0.065
2R50 2.500 2.590 0.060 0.080 0.070
1/ R used in the inch designation represents decimal point.
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3.5 Length and put-up:

The tubing shall be evenly wound in a non-returnable manner (spools or rolls) in lengths not less
than 100 feet for tubing under 1 inch and not less than 50 feet for tubing in sizes 1 inch and over.
The tubing shall not exceed 3 pieces for 100 feet lengths and shall not exceed 2 pieces for 50 feet
lengths.

3.6 Color:

3.6.1 Typel: Type | tubing shall be clear (colorless). The tubing shall not be color tinted more than the
No. 2 glass of the Hellige Color Comparator when tested in accordance with 4.6.1.

3.6.2 Type lll: The color of type Il tubing shall conform to class 1 of MIL-STD-104 and shall be black,
white, or yellow.

3.7 Tensile strength:
When tested in accordance with 4.6.2, the original tensile strength of the tubing shall be not less than
1,800 pounds per square inch. When tested in accordance with 4.6.2.1, the tensile strength of
tubing aged for 168 hours at 158 £2°F (70 £1.1°C) shall be within £15 percent of the original.

3.8 Ultimate elongation:
When tested in accordance with 4.6.3, the original ultimate elongation of the tubing shall be not less
than 200 percent. When tested in accordance with 4.6.3.1, the ultimate elongation of tubing aged for
168 hours at 158 +2°F (70 £1.1°C) shall be within £15 percent of the ultimate elongation of the
original (unaged) specimen.

3.9 Flame resistance:
When tested in accordance with 4.6.4, the average duration of burning of the tubing shall not exceed
45 seconds for class 1, types | and Il tubing and 15 seconds for class 2, types | and Il tubing, and
the paper indicator shall show no evidence of having been affected.

3.10 Brittle point:
When tested as specified in 4.6.5, the original tubing and tubing age for 168 hours at 158 +2°F
(70 £1.1°C) shall not fail at -90 £1.8°F (-67.8 £1°C) for class 1, types | and |l tubing and
-67 £2°F (-55 £1.1°C) for class 2, types | and Ill tubing.

3.11 Corrosion:

The tubing shall not accelerate corrosion of any metals with which it may come in contact (see 4.6.9).
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