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Superseding AMS-L-18331A 

Lead Alloy Pig 
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RATIONALE 

AMS-L-18331B has been declared "STABILIZED" by the SAE AMS D Nonferrous Alloys Committee because it contains 
mature technology that is not expected to change and thus no further revisions are anticipated. 

STABILIZED NOTICE 

AMS-L-18331B has been declared "STABILIZED" by AMS Committee D. This document was stabilized because this 
document contains mature technology that is not expected to change and thus no further revisions are anticipated. 
Previously this document was non-current. This document has never been technically updated. Users of this document 
should refer to the cognizant engineering organization for disposition of any issues with reports/certifications to this 
specification; including exceptions listed on the certification.  

NOTE: In many cases, the purchaser may represent a sub tier supplier and not the cognizant engineering organization. 
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NOTICE

This document has been taken directly from U.S. Military Specification MIL-L-18331B(AS) and contains 
only minor editorial and format changes required to bring it into conformance with the publishing 
requirements of SAE technical standards.  The initial release of this document is intended to replace 
MIL-L-18331B(AS).  Any part numbers established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE 
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption 
of government specifications and standards.  TSB rules provide for (a) the publication of portions of 
unrevised government specifications and standards without consensus voting at the SAE Committee 
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated 
qualified products lists are mandatory for DOD contracts.  Any requirement relating to qualified products 
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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