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NOTICE

This document has been taken directly from U.S. Military Specification MIL-P-25732C, 
Amendment 1, and contains only minor editorial and format changes required to bring it into 
conformance with the publishing requirements of SAE technical standards.  The initial release of this 
document is intended to replace MIL-P-25732C, Amendment 1.  Any part numbers established by 
the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE 
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated 
adoption of government specifications and standards.  TSB rules provide for (a) the publication of 
portions of unrevised government specifications and standards without consensus voting at the SAE 
Committee level, and (b) the use of the existing government specification or standard format.

Any material relating to qualified product lists has not been adopted by SAE.  This material was part 
of the original military specification and is reprinted here for historic reference only.

1. SCOPE:

1.1 Scope: 

This specification covers O-ring packings for use with petroleum based hydraulic fluids conforming to 
MIL-H-5606 and MIL-H-83282 over the temperature range of -65° to 275°F (-54° to 135°C).

1.2 Sizes: 

The O-rings conform to sizes shown in MS28775.
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2. APPLICABLE DOCUMENTS: 

The following publications, of the issues in effect on date of invitation for bids or request for proposal, 
form a part of this specification to the extent specified herein.

2.1 U.S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-P-4861 Packing, Preformed, Rubber, Packaging of
MIL-G-5514 Gland Design, Packings, Hydraulic, General Requirements for
MIL-H-5606 Hydraulic Fluid, Petroleum Base, Aircraft, Missile, and Ordinance
MIL-H-6083 Hydraulic Fluid, Petroleum Base, for Preservation and Operation
MIL-S-18729 Steel Plate, Sheet, and Strip, Alloy 4130 Aircraft Quality
MIL-H-83282 Hydraulic Fluid, Fire, Resistant, Synthetic Hydrocarbon Base, Aircraft

MIL-STD-105 Sampling Procedures and Tables for Inspection by Attributes
MIL-STD-413 Visual Inspection Guide for Rubber O-rings

MS-28775 Packing O-rings, Hydraulic +275°F

QQ-A-250/4 Aluminum Alloy 2024, Plate and Sheet
QQ-A-250/11 Aluminum Alloy 6061, Plate and Sheet
QQ-A-250/12 Aluminum Alloy 7075, Plate and Sheet

2.2 SAE Publications: 

Available from SAE, 400 Commonwealth Drive, Warrendale, PA  15096-0001.

AMS 5513 Steel, Corrosion Resistant, Sheet, Strip, and Plate, 19Cr - 9.2Ni (SAE 30304), Solution 
Heat Treated

AMS 5630 Steel, Corrosion Resistant, Bars, Wire, 17Cr - 0.52Mo (0.95 - 1.20C) (SAE 51440C)

2.3 ASTM Publications: 

Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA  19428-2959.

ASTM D 1414 Rubber O-rings

2.4 ANSI Publications: 

Available from ANSI, 11 West 42nd Street, New York, NY  10036-8002.

ANSI B46.1 Surface Texture (Surface Roughness, Waviness, and Lay)

Full document details: SAE AMSP25732A

http://www.avadocuments.com/doc/sae-amsp25732a
http://www.avadocuments.com/doc/sae-amsp25732a


AMS-P-25732A SAE AMS-P-25732A

- 4 -

3. REQUIREMENTS: 

3.1 Qualification: 

The packings furnished under this specification shall be products which are qualified for listing on the 
applicable qualified products list at the time set for opening of bids (see 4.3 and 6.3).

3.2 Materials: 

The packings shall be manufactured from a synthetic rubber which is compatible with hydraulic fluid 
conforming to MIL-H-5606.  The polymeric ingredient of the synthetic rubber shall be a copolymer of 
butadiene/acrylonitrile.  The finished product shall contain no substance which will adversely affect 
the properties of the fluid or the packings.

3.3 Dimensions and tolerances: 

The dimensions and tolerances of O-rings procured to this specification shall conform to MS28775.

3.4 Physical properties: 

The physical properties of the rubber shall conform to values given in Table I.

3.4.1 Variations:  The permissible variations in physical properties during actual production from those 
values obtained in the qualification tests shall be as follows:

a. Specific gravity ± 0.02
b. Tensile strength, percent ± 20
c. Elongation, percent ± 20 (ultimate elongation shall not be less than 160%

In addition, all physical properties tested shall meet the requirements specified in Table I.

3.5 Dynamic cycling: 

When tested in accordance with 4.7, the O-rings shall withstand a minimum of 75,000 cycles without 
failure.  Failure is determined as that number of cycles at which a test ring leaks a total of 70 ml of 
hydraulic fluid.  Each test consists of 2 test cells containing 2 test rings each.  A minimum of 3 test 
runs shall be conducted making a total of 6 test cells to be tested.  The number of cycles until failure 
shall be recorded.  The highest number of cycles and the lowest number of cycles shall be 
discarded.  The remaining 4 values shall be averaged and that value must be 75,000 minimum for 
the O-rings to pass the test.
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Table I.  Physical properties

Original properties Requirements

Specific gravity
Hardness, Type A, points
Tensile strength, psi
Elongation, percent

As determined
    68, minimum
1350, minimum
  160, minimum (may not be lower
                            than 160% in production)

Tensile stress (modulus) psi at
  100 percent elongation
Temperature Retraction, TR-10
  50 percent elongation and 10
       percent return, °F
Corrosion and adhesion

500, minimum

-49, maximum

Slight corrosion allowed on
4130 steel, none on other metals

After aging 70 hours at 275° ± 5°F
  in MIL-H-5606

Hardness change, Type A, points
Tensile strength decrease, percent
Elongation decrease, percent
Volume change, percent
Compression set, 25 percent
  deflection percent of
  original deflection
Temperature retraction TR-10
  50 percent elongation and 10
  percent return, °F

+5, -15
50, maximum
35, maximum
1 to 20
55, maximum

-49, maximum

After aging 70 hours at 275° ± 5°F
  in MIL-H-83282

Hardness change, Type A, points
Tensile strength decrease, percent
Elongation decrease, percent
Volume change, percent
Compression set, 25 percent
  deflection, percent of
  original deflection
Temperature retraction, TR-10
  50 percent elongation and 10
  percent return, °F

±10
40, maximum
45, maximum
0.5 to 15
55, maximum

-47, maximum
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