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AEROSPACE 
MATERIAL 
SPECIFICATION 
 

          AMS-QQ-A-250/6 REV. B 

Issued 1997-08 
Revised 2006-09 
Cancelled 2012-03 

Superseded by AMS4056 
ASTM B209 
ASTM B928 

Aluminum Alloy 5083, Plate and Sheet 
(Composition similar to UNS A95083) 

RATIONALE 

AMS-QQ-A-250/6B has been designated Cancelled and Superseded because equivalent technical requirements are 
provided by other specifications. 

CANCELLATION NOTICE 

This specification has been declared “CANCELLED” by the Aerospace Materials Division, SAE, as of March 2012 and 
has been superseded by the specifications listed below.  The requirements of the latest issue of the specifications listed 
below  shall be fulfilled whenever reference is made to the cancelled AMS-QQ-A-250/6.  By this action, this document will 
remain listed in the Numerical Section of the Index of Aerospace Material Specifications, noting that it has been 
superseded by the specifications listed below. 

Cancelled specifications are available from SAE. 

 
Temper Superseding Material and Specification 

O O Temper in accordance with AMS4056; Aluminum Alloy, Sheet and Plate 
4.4Mg - 0.70Mn - 0.15Cr (5083-0) Annealed 

H112 H112 Temper in accordance with ASTM B209 Alloy 5083-H112; Standard Specification for 
Aluminum and Aluminum-Alloy Sheet and Plate 

H321 5083-H321 in accordance with ASTM B928 Alloy 5083-H321; Standard Specification for High 
Magnesium Aluminum-Alloy Sheet and Plate for Marine Service and Similar Environments 

H323 Cancelled 
H343 Cancelled  
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