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CANCELLATION NOTICE

This specification has been declared “CANCELLED” by the Aerospace Materials Division, SAE, as 
of August, 2006, and has been superseded by the specifications listed below.  The requirements of 
the latest issue of the specifications listed below shall be fulfilled whenever reference is made to the 
cancelled AMS-STD-184.  By this action, this document will remain listed in the Numerical Section of 
the Index of Aerospace Material Specifications, noting that it has been superseded by the 
specifications listed below.

Cancelled specifications are available from SAE.
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Aluminum products ASTM B 666 - Identification Marking of Aluminum and 
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Magnesium products ASTM B 666 - Identification Marking of Aluminum and 
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Titanium bar, sheet, strip, 
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Wrought Products
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NOTICE

The original issue of AMS-STD-184 was taken directly from U.S. Military Specification Federal Standard 
184B, and contains only minor editorial and format changes required to bring it into conformance with 
the publishing requirements of SAE technical standards. The initial release of this document is intended 
to replace Federal Standard 184B. Any part numbers established by the original specification remain 
unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE 
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption 
of government specifications and standards. TSB rules provide for (a) the publication of portions of 
unrevised government specifications and standards without consensus voting at the SAE Committee 
evel, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated 
qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products 
lists (QPL’s) has not been adopted by SAE and is not part of this SAE technical document.
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1. GENERAL:

1.1 Purpose and scope: 

This standard establishes the physical item marking requirements for identification purposes for 
aluminum, magnesium, and titanium procured and issued for Government agencies.  Compliance 
with this standard will insure positive identification of these metals.  Shipment and inspection 
acceptance markings are not within the scope of this standard.

2. APPLICABLE DOCUMENTS: 

The issue of the following documents in effect on the date of the purchase order form a part of this 
specification to the extent specified herein.  The supplier may work to a subsequent revision of a 
document unless a specific document issue is specified.  When the referenced document has been 
canceled and no superseding document has been specified, the last published issue of that document 
shall apply.

2.1 U.S. Government Publications: 

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue, 
Philadelphia, PA  19111-5094.

MIL-STD-409 Alloy Nomenclature and Temper Designation System for Magnesium Base Alloys
MIL-STD-412 Alloy Designation System for Titanium

2.2 ANSI Publications: 

Available from ANSI, 11 West 42nd Street, New York, NY  10036-8002.

ANSI H35.1 Wrought Aluminum (Alloy and Temper Designation Systems for Aluminum).

3. DEFINITIONS AND MARKING TERMS: 

3.1 Definitions: 

Definitions of commodity forms and shapes shall be those commercially acceptable to the aluminum, 
magnesium, and titanium industries.

3.1.1 Item: An item is defined as each individual piece of a product.

3.2 Marking terms: 

Marking terms as used in this standard are defined as follows:

3.2.1 Producer's name or trademark: The producer's name or registered trademark used shall be that of 
the producer which performs the final processing or finishing operation prior to marketing the 
product.
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