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NOTICE

This document has been taken directly from U.S. Military Standard MIL-STD-753C and contains only
minor editorial and format changes required to bring it into conformance with the publishing
requirements of SAE technical standards. The initial release of this document is intended to replace
MIL-STD-753C. Any part numbers established by the original specification remain unchanged.

The original Military Standard was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated
adoption of government specifications and standards. TSB rules provide for (a) the publication of
portions of unrevised government specifications and standards without consensus voting at the SAE
Committee level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and
associated qualified products lists are mandatory for DOD contracts. Any requirement relating to
qualified products lists (QPL’s) has not been adopted by SAE and is not part of this technical report.
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1. SCOPE:

1.1 Scope:
This standard describes general and detailed methods of sampling and testing for surface passivity
of corrosion-resistant steel parts. These tests may also be useful to determine if there is a need for
passivation.

2. APPLICABLE DOCUMENTS:

The following publications, of the issue in effect on date of invitation for bids or request for proposal,
form a part of this specification to the extent specified herein.

2.1 ASTM Publications:
Available from ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.
ASTM B 117 Salt Spray (Fog) Testing

2.2 U.S. Government Publications:

Available from DODSSP, Subscription Services Desk, Building 4D, 700 Robbins Avenue,
Philadelphia, PA 19111-5094.

MIL-STD-105 Sampling Procedures and Tables for Inspection by Attributes

3. DEFINITIONS:

3.1 Passivation:
Passivation is a final treatment/cleaning process used to remove free iron or other anodic
contaminants from the surfaces of corrosion resistant steel parts such that uniform formation of a

passive surface is obtained. This treatment induces a more noble (cathodic) potential onto the part
thus enhancing corrosion resistance.
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