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RATIONALE

ARP1051C has been reaffirmed to comply with the SAE five-year review policy.

FOREWORD
Changes in this revision are format/editorial only.
1. SCOPE

This SAE Aerospace Recommended Practice (ARP) covers all types of ground support equipment required to support
civil transport aircraft.

1.1 Purpose

This document establishes an outline guide, with related explanatory information to each heading, for use in the
preparation of specifications required for the procurement of ground support equipment.

2. REFERENCES

There are no referenced publications specified herein.
3. GENERAL REQUIREMENTS

3.1 Paper and Printing

Paper should be white in color and of sufficient weight and substance to eliminate show-through when printed on both
sides.

3.2 Page Layout
a. Size - Standard 8 1/2 x 11 inches
Oversize 11 x 17 inches

b. Margin Limitations - 1-1/8 inches clear on binding edge; 5/8 inch clear on outside edge; 1 inch clear at top and
bottom.

SAE Executive Standards Committee Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
Copyright © 2021 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying,
recording, or otherwise, without the prior written permission of SAE. ™
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3.3 Page Numbers and Dates

Each page should bear a page number placed in the lower outside corner of the page. lllustration title and figure number
should be placed centrally at the bottom of the page or illustration. Each page should bear a date: either that of the
original issue or of the latest revision. On pages requiring folding, the fold should allow the page number to be visible.

3.4 Type Size

The text should be prepared in appropriate size (minimum 10 point) font and figures.

3.5 Identifying Revised Material

Revisions, additions and deletions should be identified by a vertical black line along the left-hand margin of the text or
drawing.

3.6 Title Page
Each specification should carry a title page with the minimum information as follows:

Company Name:

Location:

Title:

Specification Number:

Release Date:

Preparation and Approval Blocks:

Revision Number:

The originating company or agency should determine arrangement.

3.7 Table of Contents and Numbering System

Each specification should include a table of contents and numbering system following the title page.

The table of contents and numbering system should be as follows:

1 Scope

2. Applicable Documents

3. Requirements

3.1 Performance

3.2 Operability

3.3 Reliability

3.4 Maintenance Requirements
3.41 Maintainability

3.4.2 Maintenance Repair Cycle
3.4.3 Service and Access

3.5 Total Life

3.6 Environmental

3.7 Transportability

3.8 Intended Conditions of Use
3.9 Personnel Safety

3.10 Equipment Safety

3.1 Noise and Vibration

3.12 Equipment Definition

3.121 Interface Requirements
3.12.2 Customer Furnished Property List Documents
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3.12.3 Manuals/Publications
3.12.4 Tools and Test Equipment
3.12.5 Training

3.13 Design and Construction

3.13.1 General Design Features

3.13.2 Materials, Parts, and Processes
3.13.3 Standard and Commercial Parts
3.13.4 Moisture and Fungus Resistance
3.13.5 Corrosion of Metal Parts

3.13.6 Interchangeability and Replaceability
3.13.7 Workmanship

3.13.8 Electromagnetic Interference

3.13.9 Identification and Marking
3.13.10 Storage

3.13.11 Exterior Finish

3.13.12 Human Engineering

4. Quality Assurance Provisions
4.1 Preliminary Qualification Tests
42 Formal Qualification Tests

4.3 Inspection

4.4 Analyses

4.5 Demonstrations

4.6 Tests

4.7 Reliability Test and Analyses
5. Instructions for Shipment

5.1 Preparation for Shipment

5.2 Shipment

6. Definitions and Abbreviations
7. Notes

8. Details for Contractual Negotiations
8.1 Product Support

8.2 Warranty

8.3 Performance Guarantee

3.8 Contents

The specification should contain complete information as suggested by the table of contents and as further defined by
Appendix. If certain contents are to be deleted under one of the headings in the table of contents the heading should be
shown and the words "Not Applicable" should be inserted after the heading. Do not omit the numbering system.

Example: 3.11 Noise and Vibration - "Not Applicable".

NOTE: This should be done in the table of contents as well as in the text.

PREPARED BY SAE SUBCOMMITTEE AGE-2C, VEHICLE MAINTENANCE AND AIRCRAFT SERVICING
OF COMMITTEE AGE-2, AIR CARGO & AIRCRAFT GROUND EQUIPMENT & SYSTEMS

REAFFIRMED BY SAE COMMITTEE AGE-3, AIRCRAFT GROUND SUPPORT EQUIPMENT COMMITTEE
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