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1. PURPOSE
This recommended practice defines a method for measuring worn fillet rootside fit involute splines.
2. SCOIrE

2.1 This concept for measuring worn splines provides a direct wear depth dimension by utilizing the un-
worn involute surface as a contact point from which to measure the depth of wear on the spline tooth
at the pitch diameter. Fig. 1 shows spline wear patterns and pitch diameter gaging points.

2.2 Gages encompassing this concept would basically consist of fixed and movable probes which contact
the unworn involute surface known as the form clearance and the worn surface at the pitch diameter
thus providing a direct wear reading which is reflected on 2 dial indicator. Refer to paragraphs 4
and 5 and Fig. 2.

o2

INSPECTION HISTORY

3.1 VWhere gaging and limits have been provided, the inspection method has usually been similar to the
manufacturing method of measurement, i.e., between or over gaging pins. In some instances for
service inspection, balls have been substituted for pins to permit inspection at the worn areas.

3.2 Manufacturing tolerances in most cases absorb some of the service wear limit specified since the

limits are calculated from the maximum tooth space for the internal spline and the minimum tooth
thickness for the external spline,

3.3 The proposed gaging concept is affected to a negligible degree by manufacturing tolerances.

4. REQUIREMENTS

4.1 Gaging provided for splines utilizing the wear measuring concept of referencing the worn involute
profile to the unworn involute profile area (C_, form clearance) shall be capable of providing a direct
measurement between the two surfaces at the pitch diameter and such measurement shall be linear
and reflected on a suitable dial indicator. Refer to paragraph 5 and Fig. 2.

4.2 The spline wear checking gage shall consist of three members (see Fig. 2). Members A and B
which confact the worn and C_, areas shall be approximately 1/16 in. thick. Member C may vary to
greater lengths provided the ability to traverse the length of the splined part is retained. One mem-
ber is to be stationary and two are to be moveable with respect to each other. The member A which
contacts the worn profile is to be symmetrically relieved (see Fig. 3) above and below the pitch line
to insure proper contact. The reliefs shown for members B and C are considered optional. The
gaging member A shall consist of three splined teeth spaced approximately 120 deg apart and the
other members B and C shall have a full complement of teeth. Gaging members shall be motivated
by springs actuated by a suitable lever or switch.
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